
Basic VI 600-3000 ST

•	 Supports Power Master+ management 
software, delivering an intuitive,  
user-friendly interface for efficient power 
system management​

•	 Equipped with Boost and Buck (AVR)​
•	 Cold (DC) Start Function​

ZA(1) ZA(1)+IEC(2) ZA(1)+IEC(4) ZA(1)+IEC(3)

The PowerWalker Basic VI ST series is designed to answer the essential market 
needs. This Line-Interactive UPS will​protect your load from power failures and 
voltage disturbances, while remaining affordable and compact. It is equipped​.

Applicable Sector

Residence Retailer Entertainment

Model VI 600 ST VI 1200 ST VI 2200 ST VI 3000 ST

Capacity 600VA / 360W 1200VA / 720W 2200VA / 1320W 3000VA / 1800W

PF 0.6

Input Specifications

Voltage 220-240VAC

Voltage Range 162~290VAC

Frequency Range 50/60Hz

Input Type ZA plug IEC C20

Input Breaker 8A FUSE 10A Breaker YES

Surge Energy Rating 150J

SKU: 10121203 - 10121206  *Only Available in South Africa Market



Model VI 600 ST VI 1200 ST VI 2200 ST VI 3000 ST

Output Specifications

Output Voltage 220-240VAC

Boost Ratio 1.18 (Single boost)

Buck Ratio 0.85

Output Voltage Range  
(Battery Mode) 230VAC ±10% 

Frequency (Battery Mode) 50/60Hz ±1% 50/60 ±1Hz(default 50Hz)

Transfer Time 4ms Typical

Waveform (Battery Mode) Simulated Sine-wave

Outlet Type ZA(1) ZA(1)+IEC(2) ZA(1)+IEC(4) ZA(1)+IEC(3)

Full Protection Overload,  Short Circuit, Over Discharge and Over Charge.

Line Mode Overload >(110%±10)% fault after alarm 1min
>(120%±10)% fault immediately

Battery Mode Overload >(110%±10)% fault after alarm 1min
>(120%±10)% fault immediately

Efficiency

Line Mode Efficiency >95% >95%

AVR Mode Efficiency >88% >92%

Battery Mode Efficiency >60% >65%

GP/Energy Star Meet NA YES

Battery Specifications

Battery Voltage 12V 24V 24V 24V

Battery Type& Number (CB) 12V / 7AH (1.85Kg) x 1 12V / 7AH(1.7Kg) x 2 12V / 9AH (2.55Kg) x 2 4 x12V / 9AH 

Typical Recharge Time 8hours  to 90% of capability 8 Hours

Charging  Current 0.7A±0.2A 1.5A±0.2A (Normal)

Indicators

Display LED

Alarm

Battery mode:  Sounding every 30 seconds
 Low battery:  Sounding every 2 seconds 
Over load:  Sounding every 0.5 seconds

Fault:  Continuous sounding

Physical

Dimension (W x H x D)(mm) 96 x 138 x 286 148 x 178 x 298 151 x 225 x 390

Net Weight (kgs) 4.5 8.7 11.3 19.3

Interface

USB Port Yes

RJ45/RJ11 (TVSS) No N/A

Environment

Temperature 0°C – 40°C

Humidity 0% – 90% RH (non-condensing)

Noise Level Less than 40dB Less than 45dB Less than 50 dB
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