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INCI 
 

 Allantoin  

CAS # 
 

 97-59-6 

DESCRIPTION 
 

 Allantoin is a multifunctional skin protectant and conditioning agent known 
for its soothing, moisturizing, and keratolytic properties. It promotes 
healthy tissue formation by stimulating cell regeneration and supports skin 
healing by reducing irritation and inflammation. Allantoin is non-toxic, non-
allergenic, and compatible with a wide range of cosmetic and 
pharmaceutical formulations. 
 

APPLICATION 
 

 Personal Care: Used in creams, lotions, facial masks, cleansers, aftershaves, 
and sun care products for skin soothing, hydration, and repair. 
Pharmaceutical: Used in topical wound healing preparations, burn 
ointments, and anti-irritant formulas. 
Pet Care: Used in grooming products for skin-calming and conditioning 
benefits. 
Household Cleaning: Used in hand soaps and surface cleaners designed for 
sensitive skin. 
 

TYPICAL 
PROPERTIES 

 

 Appearance White crystalline powder 

Assay (%) 98.5 - 101.0  

Identification Complies with USP 

Acidity or Alkalinity Complies with USP 

Angular Rotation (°) - 0.10 –  +0.10 

Loss on Drying (%) 0.1 Max. 

Residue on Ignition (%) 0.1 Max. 

Melting Point (°C) 226 - 240 

Heavy Metals (Pb) (ppm) 1.0 Max. 

pH 4.0 - 6.0 

Related Substances (%) 0.5 Max. 
 

 
HANDLING & 

STORAGE 
 

  
Store in original sealed container in a cool, dry, and well-ventilated area. 
Keep away from direct sunlight. Handle in accordance with good industrial 
hygiene and safety practices. 
 

PACKAGING 
 

 25KG PAIL 

 


