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INCI 
 

 Acrylates/C10-30 Alkyl Acrylate Crosspolymer 

CAS # 
 

 9007-20-9 

DESCRIPTION 
 

 CQpol FD21 (Acrylates/C10-30 Alkyl Acrylate Crosspolymer) is a 
crosslinked copolymer of acrylic acid and long-chain alkyl acrylate esters. It 
functions primarily as a high-efficiency rheology modifier, providing 
thickening, emulsification, and suspension properties in a wide range of pH 
systems. This polymer provides a smooth, elegant feel to formulations and 
enhances the stability and texture of emulsions and gels, especially in 
systems containing surfactants or oils. 
 

APPLICATION 
 

 Personal Care: Used in creams, lotions, gels, sunscreens, and hair care 
products to improve viscosity, stabilize emulsions, and enhance sensorial 
aesthetics. 
Pharmaceutical: Used in topical and transdermal formulations to provide 
consistent viscosity and stability in active ingredient delivery systems. 
Household Cleaning: Used in gel-based cleaners and air freshener gels for 
clear thickening and product stability. 
Industrial Applications: Used in specialty coatings, adhesives, and 
polishing products for flow control and emulsion stability. 
 

TYPICAL 
PROPERTIES 

 

 Appearance Fluffy, White Powder 

Wetting Time 
(0.5% Dispersion, 25°C) (minutes) 

6 Max.  

Viscosity 
(20 rpm at 25°C, 0.5% mucilage at pH 5.8 – 

6.3) (mPa.s) 
45000 – 65000 

Solution Clarity  
(%Transmission, 420 nm light, 0.5% 
mucilage at pH 5.8 – 6.3) 

92 Min.  

Residual Acrylic Acid (%) 0.25 Max.  

Residual Solvent (%) 
(Ethyl Acetate + Cyclohexane)  

0.45 Max.  
 

 
HANDLING & 

STORAGE 
 

  
Store in original sealed container in a cool, dry, and well-ventilated area. 
Keep away from direct sunlight. Handle in accordance with good industrial 
hygiene and safety practices. 
 

PACKAGING  25 KG BOX 

 


