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INCI 
 

 Polyvinylpyrrolidone 

CAS # 
 

 9003-39-8 

DESCRIPTION 
 

 Polyvinylpyrrolidone (CQ PVP K-90L) is an aqueous solution of high 
molecular weight polyvinylpyrrolidone (PVP). It functions as a film-former, 
thickening agent, and binder, offering excellent adhesion, flexibility, and 
stability in formulations. Its strong film-forming properties make it ideal for 
applications requiring viscosity control, moisture retention, and improved 
product performance.  
 

APPLICATION 
 

 Personal Care: Used in hair styling products, creams, and serums as a film-
former and viscosity enhancer for improved texture and hold. 
Pharmaceutical: Functions as a binder in tablets, capsules, and topical 
formulations to enhance stability and drug delivery. 
Industrial Applications: Used in adhesives, coatings, and specialty 
formulations for its binding and dispersing properties.  
 

TYPICAL 
PROPERTIES 

 

 Appearance @ 25 °C Clear liquid  
K Value 90-98 
N-vinylpyrrolidone (%) 0.1 Max. 
Sulfate Ash (%) 0.1 Max. 
pH Value (5% aqueous solution) 7-9 
Solid Contents (%) 18-22 

 
 

HANDLING & 
STORAGE 

 

 Store in original sealed container in a cool, dry, and well-ventilated 
atmosphere. Keep away from direct sunlight. Avoid dust formation. PVP 
should be stored in tight containers. Take precautionary measures against 
static discharges. Handle in accordance with good industrial hygiene and 
safety practice.  
 

PACKAGING 
 

 200 KG DRUM; 1,000 KG TOTE 

 


