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INCI 
 

 VP/VA Copolymer 

CAS # 
 

 25086-89-9 

DESCRIPTION 
 

 CQ PVP/VA 73W is a water-soluble copolymer of polyvinylpyrrolidone 
(PVP) and vinyl acetate (VA), known for its excellent film-forming, adhesion, 
and flexibility properties. It provides a balance of hold and flexibility, 
making it ideal for use in hair styling and cosmetic formulations. It enhances 
product stability, improves texture, and offers good resistance to humidity. 
 

APPLICATION 
 

 Personal Care: Used in hair gels, sprays, mousses, and styling creams for 
flexible hold and film-forming properties; also found in skincare and color 
cosmetics for texture enhancement and adhesion. 
Pharmaceutical: Functions as a film-former and binder in topical and oral 
drug formulations, improving product stability and application properties. 
Industrial Applications: Applied in adhesives, coatings, and inks for its 
binding and film-forming capabilities. 
 

TYPICAL 
PROPERTIES 

 

 Appearance Liquid 
K Value 25.00 – 35.00  
N-vinylpyrrolidone (%) 0.10 Max. 
Solid Content (%) 48 – 52  
pH (5% Aqueous Solution) 4.0 – 7.0 
Ethenyl Acetate (%) 0.10 Max. 
Sulfated Ash (%) 0.20 Max. 

 
 

HANDLING & 
STORAGE 

 

 Store in original sealed container in a cool, dry, and well-ventilated area. 
Keep away from direct sunlight. Handle in accordance with good industrial 
hygiene and safety practices. 
 

PACKAGING 
 

 200 KG DRUM 

 


