
 
 
 
 
 

Product: CQamide C-DIPA 
Item Number: 135123 

 

 

Technical Data 
Sheet 

ChemQuest International, Inc. 
820 Turnberry Court, Hanover Park, IL 60133 

(630) 628-1900 | www.chemquestint.com  

The information contained in this document is given in good faith and based on our current knowledge. It is only an indication and is in no way binding. Nothing contained herein shall be construed as a recommendation to infringe any patents or to violate 
any applicable laws. ChemQuest International makes no warranty of merchantability or of fitness for a particular use, and no warranty or guaranty of any other kind, express or implied, is made, including regarding performance, safety, suitability, stability, 

accuracy, completeness, adequacy or otherwise. Final determination of suitability is the sole responsibility of the user who alone knows the conditions of intended use. Users are responsible for ensuring compliance with applicable laws and regulations. 

Page 1 of 1 

 

INCI 
 

 Cocamide DIPA 

CAS # 
 

 149497-02-9 

DESCRIPTION 
 

 Cocamide DIPA (Cocamide Diisopropanolamine) is a non-ionic surfactant 
and foam stabilizer derived from coconut fatty acids and 
diisopropanolamine. It functions as a viscosity builder, emulsifier, and foam 
booster, enhancing the thickness, stability, and performance of surfactant 
systems. It is commonly used in cleansing formulations requiring rich, 
stable lather and improved skin feel. 
 

APPLICATION 
 

 Personal Care: Foam booster, thickener, and emulsifier in shampoos, body 
washes, liquid soaps, and facial cleansers for enhanced lather and texture. 
Household Cleaning: Viscosity modifier and foam enhancer in dishwashing 
liquids, hard surface cleaners, and other detergent systems. 
Industrial Applications: Used in car wash products, degreasers, and 
industrial cleaners to stabilize foam and improve formulation performance. 
 

TYPICAL 
PROPERTIES 

 

 Appearance @ 25°C Viscous amber liquid 
Free Amine (%) 8.00 Max. 
pH (1% Solution) 8.50 - 10.50 

 
 

HANDLING & 
STORAGE 

 

 Store in original sealed container in a cool, dry, and well-ventilated area. 
Keep away from direct sunlight. Handle in accordance with good industrial 
hygiene and safety practices. 
 

PACKAGING 
 

 450 LB DRUM; 2200 LB TOTE 

 


