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INCI 
 

 Carbomer 

CAS # 
 

 9003-01-4 

DESCRIPTION 
 

 CQpol FD10 polymer is a self-wetting, crosslinked acrylic polymer 
specifically designed for thickening, stabilizing, and suspending in water-
based formulations. This highly efficient polymer is easy to disperse, 
requiring minimal mixing. It provides excellent clarity, viscosity, and flow 
control, making it a preferred choice for applications needing smooth 
textures and enhanced product stability. 
 

APPLICATION 
 

 Personal Care: Thickening agent in clear gels, creams, lotions, and serums; 
ideal for styling products, hand sanitizers, and facial treatments; provides 
luxurious, non-tacky textures 
Pharmaceutical: Used in topical formulations for controlled drug delivery 
and stable emulsions; common in hydroalcoholic gels and creams 
Household Products: Rheology modifier in cleaners, polishes, and other 
formulations requiring thickening and particle suspension 
Industrial Applications: Component in specialty coatings, adhesives, and 
formulations requiring precise rheology control and clarity 
 

TYPICAL 
PROPERTIES 

 

 Appearance Fluffy white powder 

Viscosity @ 25°C (mPa·s) (0.5% Mucilage) 45000 – 65000  

Solution Clarity (% Transmission) 88 Min.  

Wetting Time @ 25°C (0.5% Mucilage) (min.) 8 Max. 

Residual Acrylic Acid (%) 0.25 Max. 

Residual Ethyl Acetate/Cyclohexane (%) 0.45 Max. 

Loss on Drying (%) 2.0 Max. 

Bulk Density (g/100ml) 25 Min.  

 
 

HANDLING & 
STORAGE 

 

 Store in original sealed container in a cool, dry, and well-ventilated area. 
Keep away from direct sunlight. Handle in accordance with good industrial 
hygiene and safety practices. 
 

PACKAGING 
 

 20 KG BOX 

 


