
Product Details 

ColorStar Logo MatTitle

745; 746; 747 SKU

ColorStar Entrance Floor Mats feature your custom logo, artwork or Unicolor digitally printed from
our 66 standard colours. 

Description

Recommended for indoor commercial use at entryways, in lobbies, at front desks or anywhere you
want to display your company logo, slogan, artwork, or message to customers/visitors or employees. 

Recommended Uses

ColorStar mats can be cleaned in several different ways. 

They can be commercially laundered (see Laundering Instructions)
Vacuumed regularly (daily in high-traffic areas; weekly in lower-traffic applications)
Cleaned with an extractor, or hosed off as necessary to remove heavy soil.

Hang to dry. Mats should always be dry before they are placed back in service.

Cleaning Instructions

1. 
2. 
3. 

YARN: Continuous filament PET yarn with 100% post-consumer recycled content.
YARN WEIGHT: 900 gr/m²
PILE THICKNESS: 11 mm
STATIC CONTROL: ISO 6356 (2012) Determination of the static electrical propensity – walking
test: -0.3 kVolts. Satisfies IBM test requirements.
TOTAL WEIGHT: 2.90 kg/m²
PRIMARY BACKING: 100% recycled PET non-woven
RUBBER BACKING: 100% nitrile rubber for maximum oil resistance, durability, and
performance. Compression-molded with reinforced borders on all four sides. There is 34%
post industrial recycled content in the polymer. 
BORDER THICKNESS: 2.5 mm
BODY THICKNESS: 1.5 mm
BORDER WIDTH: 2 cm
SIZE VARIANCE: +/- 2%
FLAMMABILITY: Passes BS 4790 (1987) determination of the flammability of textile floor
coverings: Low radius of effects of ignition. 

Specifications • 
• 
• 
• 

• 
• 
• 

• 
• 
• 
• 
• 

60 x 85 cm | 75 x 85 cm | 85 x 115 cm | 85 x 150 cm | 85 x 300 cm | 115 x 180 cm | 115 x 200 cm |
115 x 240 cm | 115 x 250 cm | 115 x 300 cm | 150 x 200 cm | 150 x 240 cm | 150 x 250 cm | 150 x
300 cm | 200 x 200 cm | 200 x 300 cm | Maximum size: 200 x 550 cm

Available Sizes
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