
Shipping Box Width Height Depth Ship Wt Method Oversize Case QTY

Ship QTY: 1ea. Ground No

UPC: by finish Finish:

Job Name: Job Type:

Fixture Location: QTY:

Additional Notes:

LED Vapor Tight
VT24-MW3CT | VT48-MW3CT | VT96-MW3CT

Dimensions

Certifications

Available Sizes 24”, 48”, 96”

Wattage (24”) 15W, 20W, 25W; Wattage Selectable
(48”) 30W, 40W, 50W; Wattage Selectable
(96”) 65W, 75W, 90W; Wattage Selectable

Lens Type Polycarbonate

Bulb Type LED Integrated

Color Temp 3K, 4K, 5K CCT Selectable

Lumens  See Lumens Chart pg.2

CRI ≥80

Available Finishes Grey

Voltage 120-277V

Dimming 0-10V

Materials Polycarbonate, Electrical, Metal

Additional Options Emergency Batteries:
EM4W (90min, 700Lm, See pg. 4)
EM8W (90min, 1200Lm, See pg. 4)
EM15W: (90min, 2250Lm, See pg.4)

Microwave Bi Level Dimming 
Sensor: MWS-V (See pg.4)
Remote: MWS-REM (See pg.4)

Warranty tglighting.com/warranty

A B C

VT24-MW3CT 23.6” L 3.1” H 3.7” W

VT48-MW3CT 47.3” L 3.1” H 3.7” W

VT96-MW3CT 94” L 3.1” H 3.7” W

IP66
RATING

A

B

C
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3000K 4000K 5000K

Delivered Initial Delivered Initial Delivered Initial

VT24

15W 1950Lm 2243Lm 2130Lm 2450Lm 2025Lm 2329Lm

20W 2600Lm 2990Lm 2840Lm 3266Lm 2700Lm 3105Lm

25W 3250Lm 3738Lm 3550Lm 4083Lm 3375Lm 3882Lm

VT48

30W 3900Lm 4485Lm 4260Lm 4899Lm 4050Lm 4658Lm

40W 5200Lm 5814Lm 5680Lm 6210Lm 5400Lm 5980Lm

50W 6500Lm 7475Lm 7100Lm 8165Lm 6750Lm 7763Lm

VT96

65W 8450Lm 9718Lm 9230Lm 10615Lm 8775Lm 10092Lm

75W 9750Lm 11213Lm 10650Lm 12248Lm 10125Lm 11644Lm

90W 11700Lm 13455Lm 12780Lm 14697Lm 12150Lm 13973Lm

LED Vapor Tight
VT24-MW3CT, VT48-MW3CT, VT96-MW3CT

VT24-MW3CT

Ceiling Mounts V-Hooks Waterproof Connector Screws Wire Connectors

VT48-MW3CT VT96-MW3CT

Lumens Chart

Additional Images

Standard Accessories
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LED Vapor Tight
VT24-MW3CT, VT48-MW3CT, VT96-MW3CT

Photometrics
VT24-MW3CT

VT96-MW3CT

VT48-MW3CT
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LED Vapor Tight
VT24-MW3CT, VT48-MW3CT, VT96-MW3CT
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Emergency Battery Backup

EM4W
• 4W

• 700 Lumens
• Dry Location
• DLC Listed
• 90 Minute
Battery Life
• 24” Only

EM8W
• 8W

• 1200 Lumens
• Dry Location
• DLC Listed
• 90 Minute
Battery Life

• 48” & 96” Only

EM15W
• 15W

• 2500 Lumens
• Dry Location
• DLC Listed
• 90 Minute
Battery Life

• 48” & 96” Only

MWS-V Sensor

Microwave Bi Level Dimming Sensor

FEATURES:
• 0.63”W x 1.25”H x 2.49”D 
• Patented Mini Coupling DiPole Antenna.
• Long strip shell, miniature antenna design, no shading.
• Ultra-low RF power output, harmless to human health.
• Support remote control and DIP switch to adjust 
   sensing parameters.
• Low side lobe, high adaptability to metal environment.
• Not affected by temperature, humidity, noise, airflow, 
   dust, light and other environments.

MWS-REM Remote Control

Remote for Bi Level Dimming Sensors

FEATURES:
• 5.78”W x 0.99”H x 2.7”D
• On/Off Control  • Daylight Sensor  • Hold Time  
• Detection Area  • Detection Range
• Stand-by Period • Stand-by Dimming Level


