Job Name:
Fixture Location:
Additional Notes:

Job Type:
QTY:

LED Strip Light - Slim

Available Sizes

Wattage

Lens Type

Bulb Type

Color Temp
Lumens

CRI

Available Finishes
Voltage

Dimming
Materials
Additional Options

Warranty

24”, 48", 96”

(247) 15W, 20W, 25W; Wattage Selectable
(487) 30W, 40W, 50W; Wattage Selectable
(967) 65W, 75W, 90W; Wattage Selectable
Polycarbonate

LED Integrated

3K, 4K, 5K CCT Selectable

>80

White

120-277V

0-10Vv

Polycarbonate, Electrical, Steel
Emergency Batteries:

EM8W (90min, 1200Lm, See pg. 4)
EM15W: (90min, 2250Lm, See pg.4)

Microwave Bi Level Dimming
Sensor: MWS-S (See pg.4)
Remote: MWS-REM (See pg.4)

tglighting.com/warranty

STP24-MW3CT-S 24" L 24" H 21" W
STP48-MW3CT-S 476" L 24" H 21" W
STP-96-90WCCT-S 94.8” L 24" H 217" W
DAMPHN IP20
LOCATION RATING
Shipping Box Width Height Depth Ship Wt Method Oversize Case QTY
Ship QTY: lea. Ground No
UPC: by finish Finish:
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LED Strip Light

STP24-MW3CT-S, STP48-MW3CT-S, STP96-MW3CT-S

Lumens Chart

Initial

2010Lm 2211Lm 2205Lm 2426Lm 2070Lm 2277Lm
2680Lm 2948Lm 2940Lm 3234Lm 2760Lm 3036Lm
3350Lm 3685Lm 3675Lm 4043Lm 3450Lm 3795Lm
4020Lm 44221 m 4410Lm 4851Lm 4140Lm 45541 m
5360Lm 5896Lm 5880Lm 6468Lm 5520Lm 6072Lm
6700Lm 7370Lm 7350Lm 8085Lm 6900Lm 7590Lm
8710Lm 9581Lm 9555Lm 10511Lm 8970Lm 9867Lm
10050Lm 1055Lm 11025Lm 12128Lm 10350Lm 11385Lm
12060Lm 13266Lm 13230Lm 14553Lm 12420Lm 13662Lm
Additional Images
STP24-MW3CT-S STP48-MW3CT-S STP96-MW3CT-S

Standard Accessories

J-Box Cover Plate V-Hooks Screws Wire Connectors
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LED Strip Light

STP24-MW3CT-S STP48-MW3CT-S

STP96-MW3CT-S
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LED Strip Light

Microwave Bi Level Dimming Sensor

FEATURES:
. 8W « 15W « 0.62”"W x 0.64"H x 3.70"D
« 1200 Lumens « 2500 Lumens « On/Off Control « 10-15V « Daylight Sensor
« Dry Location « Dry Location « Detection Area: (DIP) 50%, 100% / (Remote) 25%, 50%, 75%, 100%
. DLC Listed « DLC Listed « Hold Time: (DIP) 5s, 30s, 1min, 10min / (Remote) 5s, 30s, 1min,
+ 90 Minute + 90 Minute 10min, 20min, 30min
Battery Life Battery Life « Detection Range: 19.68 - 45.93ft
« 48" & 96” Only « 48" & 96” Only » Remote Control « IP20 Rated

« Operating Temp: -35°C - +70°C

Remote for Bi Level Dimming Sensors

FEATURES:

«578"W x 0.99”H x 2.7"D

« On/Off Control « Daylight Sensor « Hold Time
« Detection Area « Detection Range

« Stand-by Period « Stand-by Dimming Level
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