PRODUCT SPECIFICATIONS

Corosex®

Granular magnesium oxide

By neutralizing the free carbon dioxide in water, Corosex® can
correct acidic water conditions and render it less corrosive.
Corosex®, being a highly reactive magnesium oxide, is

used most effectively where pH correction is substantial or
high flow conditions are in use. pH correction and media
consumption are affected by a number of water chemical
variables. Being soluble to acidity, Corosex® will slowly
dissolve and will need to be replenished periodically. On a per
weight basis, magnesium oxide can neutralize much more
acidity than can calcium carbonate, (five times as much).
This results in greatly reduced chemical usage for the same
pH correction. Corosex® is a registered trademark of Clack
corporation.

Particle Size US Mesh (um)
Shipping Weight

6 (3360) to 16 (1190)
74 - 76 lbs/cuft. (1185 - 1218 g/L)

Specific Gravity 3.6 gm/cc
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APPLICATIONS

- pH Correction of Acidic Waters
= Acid Adsorption
= pH Control

Color White
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PRODUCT SPECIFICATIONS

Corosex®

SUGGESTED OPERATING CONDITIONS
Flow Rate

Working Service Depends on fluid viscosity.
Contact ResinTech

SAFETY DATA SHEETS (SDS)

Safety Data Sheets (SDS) are available for all products on the ResinTech website. They contain important health and safety
information that may be needed to protect your employees and customers from any known health and safety hazards associated
with our products. We recommend that you secure and study the pertinent MSDS for our products and any other products being
used.

These suggestions and data are based on information we believe to be reliable. They are offered in good faith.
However we do not make any guarantee or warranty. We caution against using these products in an unsafe manner or in violation
of any patents; further we assume no liability for the consequences of any such actions.

Safety Data Sheets (SDS) are available at resintech.com
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