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Scale Prevention Filter Cartridge (Drop-in)

PRO SERIES, DROP-IN STYLE, SINGLE-BED CARTRIDGE

Aries Scale Prevention cartridges contains food grade, slow-
melt polyphosphate crystals that dissolve in water to inhibit 
accumulation of scale and rust. This filter is used primarily 
where scale, corrosion and increased amounts of iron are 
present in the water source. Scale Prevention cartridges are 
also available in combination with coconut shell GAC for 
added taste and odor improvement. Sized to fit standard Slim 
and BB housings.

FEATURES & BENEFITS

•	 Effectively treats scale, corrosion, and iron problems
•	 Ideal for service and water processing equipment
•	 Media dissolves slowly for extended protection
•	 Fits standard residential & industrial size housing
•	 Oversized cartridge for maximum media fill
•	 Lot numbered for component traceability
•	 Made in the USA

APPLICATIONS

• Scale Control
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ORDERING GUIDE

SKU Dimensions  
(D x L)

Body
Color

Body/ 
Tube End Caps Capacity

AF-10-3327-BB
4.5in. x 10.0in 
[11cm x 25cm]

Blue ABS ABS 280000 ppm

AF-20-3327-BB
4.5in. x 20.0in 
[11cm x 51cm]

Blue ABS ABS 280000 ppm

AF-10-3326-BB
4.5in. x 10.0in 
[11cm x 25cm]

Blue ABS ABS 168000 ppm

AF-20-3322
2.5in. x 20.0in 
[6cm x 51cm]

Blue ABS ABS 112000 ppm

AF-10-3321
2.5in. x 10.0in 
[6cm x 25cm]

Blue PP PP 84000 ppm

AF-10-3328
2.5in. x 10.0in 
[6cm x 25cm]

Blue PP PP 56000 ppm

� * Industry standard sizing includes 2.5” Slim and 4.5” BB size.

PHYSICAL SPECIFICATIONS

Cartridge Type Drop-in
Number of layers 1
Media Slow Melt Phosphate
Pads PE

Gasket TE
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Safety Data Sheets (SDS) are available at resintech.com
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COMMERCIAL USE  
Effectively reduces scale by separating hardness particles 
so they cannot pre- cipitate and form deposits when heated. 
These cartridges are used with many commercial grade 
coffee and tea brewing machines, ice makers, beverage 
dispensing equipment and water misters. 
 
 
 
 

RESIDENTIAL USE  
As part of a water treatment system, phosphate cartridges 
are used to main- tain distribution systems. The corrosive 
properties of water can be attributed to low pH; high 
temperature and total dissolved solids Phosphates are used 
in water treatment to sequester inorganic contaminants (iron, 
manganese, calcium etc.) and to maintain water quality. 
 
 
 

PRESSURE DROP

PERFORMANCE SPECIFICATIONS
Micron Rating (µ) 25.00
Operating Pressure Range 20-125 PSIG
Operating Temp Range 40-100°F


