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FILTER CARTRIDGES
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Heavy Metal Reduction Filter Cartridge (Drop-in)

PRO SERIES, DROP-IN STYLE, SINGLE-BED CARTRIDGE

Aries Heavy Metal Reduction Cartridges contain ResinTech 
SIR-300 media for the selective reduction of heavy metals.

FEATURES & BENEFITS

•	 ResinTech® SIR-300
•	 fits standard residential & industrial size housing
•	 oversized cartridge for maximum media fill
•	 lot numbered for component traceability
•	 made in the USA

APPLICATIONS

• Heavy Metal Removal
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FILTER CARTRIDGES

Safety Data Sheets (SDS) are available at resintech.com
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ORDERING GUIDE

SKU Dimensions  
(D x L)

Body
Color

Body/ 
Tube End Caps

AF-20-3630-BB 4.5in. x 20.0in [11cm x 51cm] Blue ABS ABS

AF-10-3630-BB 4.5in. x 10.0in [11cm x 25cm] Blue ABS ABS

AF-20-3630 2.5in. x 20.0in [6cm x 51cm] Blue ABS ABS

AF-10-3630 2.5in. x 10.0in [6cm x 25cm] Clear PP PP

� * Industry standard sizing includes 2.5” Slim and 4.5” BB size.

PHYSICAL SPECIFICATIONS

Cartridge Type Drop-in
Number of layers 1
Media SIR-300
Pads PE

Gasket TE

PERFORMANCE SPECIFICATIONS
Micron Rating (µ) 25.00
Operating Pressure Range 20-125 PSIG
Operating Temp Range 40-100°F


