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FILTER CARTRIDGES
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Premium Drinking Water Filter Cartridge (Drop-in)

PRO SERIES, DROP-IN STYLE, SINGLE-BED CARTRIDGE

Water picks up dissolved minerals like calcium and 
magnesium easily as it moves through soil and rock. The 
minerals responsible for “hard” water tend to form insoluble 
salts, also known as scale. Formation of scale on heating 
elements reduces the efficiency of small machines. Aries 
Premium Drinking Water filters contain ResinTech MBD-80, a 
proprietary blend of a high capacity weak acid ion exchange 
resin and granular activated carbon. The ion exchange 
media prevents scale formation by reducing the calcium and 
magnesium associated with alkalinity. The granular activated 
carbon (GAC) reduces chlorine and enhances the quality and 
taste of the drinking water. The media is buffered to provide 
pH balance. Sized to fit standard Slim and BB housings.

FEATURES & BENEFITS

•	 ResinTech® MBD-80 mixed bed
•	 Removes chlorine and enhances the taste of drinking water
•	 Fits standard residential & industrial size housing
•	 Oversized cartridge for maximum media fill
•	 Lot numbered for component traceability
•	 Made in the USA

APPLICATIONS

• Dechlorination 
• Scale Control 
• Taste & Odor Correction
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ORDERING GUIDE

SKU Dimensions  
(D x L)

Body
Color

Body/ 
Tube End Caps Capacity

AF-20-4080-BB
4.5in. x 20.0in 
[11cm x 51cm]

Blue ABS ABS 1500 gal (5678 L)

AF-10-4080-BB
4.5in. x 10.0in 
[11cm x 25cm]

Blue ABS ABS 750 gal (2839 L)

AF-20-4080
2.5in. x 20.0in 
[6cm x 51cm]

Blue ABS ABS 600 gal (2271 L)

AF-10-4080
2.5in. x 10.0in 
[6cm x 25cm]

Clear PP PP 300 gal (1136 L)

� * Industry standard sizing includes 2.5” Slim and 4.5” BB size.

PHYSICAL SPECIFICATIONS

Cartridge Type Drop-in
Number of layers 1
Media MBD-80
Pads PE

Gasket TE
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Safety Data Sheets (SDS) are available at resintech.com
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RESIDENTIAL USE  
These cartridges are an effective way to provide clean water 
for drinking water, juices, coffee, and teas. Additionally, the 
water can be used to prepare foods and mix infant formula. It 
eliminates the need for costly bottled water and bottled water 
services. Aries FilterWorks cartridges can reduce or eliminate 
taste and odor due to municipal chlorination and decrease 
metals that may be in city, well water or distribution systems. 
 

COMMERCIAL USE  
These cartridges are as an effective pretreatment of supply 
water to commer- cial grade brewing machines, ice makers, 
and beverage dispensing equipment and water misters. 
Coffee and espresso machines benefit from the reduction 
of scale formation on heating elements, thus improving the 
efficiency of the machine and avoiding expensive service 
calls. 
 
 

PERFORMANCE SPECIFICATIONS
Micron Rating (µ) 25.00
Operating Pressure Range 20-125 PSIG
Operating Temp Range 40-100°F


