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5µ Chlorine Reduction Carbon Block (Drop-in)

PRO SERIES, DROP-IN STYLE, CARBON BLOCK

NSF/ANSI 42 Certified

Carbon filtration is an inexpensive and effective way to 
remove chemicals and contaminants commonly found in 
tap water. Aries Chlorine Reduction Carbon Block cartridges 
are an ideal choice for taste and odor control and chlorine 
reduction. Each block is wrapped with a polypropylene outer 
layer and netting to prevent premature clogging of the carbon 
block.

FEATURES & BENEFITS

•	 5 micron rating
•	 Low pressure drop combined with exceptionally high 

organics capacity
•	 California Prop 65 Compliant
•	 Lead Free Certified

APPLICATIONS

• Dechlorination 
• Taste & Odor Correction



PRODUCT SPECIFICATIONS

corporate headquarters 1801 Federal Street Camden, NJ 08105 USA    phone 856.768.9600   email info@resintech.com   web resintech.com

Page 2 of 3

FILTER CARTRIDGES

Last Update: 16-Jul-26

ORDERING GUIDE

SKU Dimensions  
(D x L) Capacity Pressure Drop

(psid)

CB-20-6305-BB-TO 4.5in. x 20.0in [11cm x 51cm] 34,000 gal 7 gpm 8.00

CB-10-6305-BB-TO 4.5in. x 10.0in [11cm x 25cm] 16,000 gal at 3 gpm 5.00

CB-20-6305-TO 2.5in. x 20.0in [6cm x 51cm] 16,000 gal at 2 gpm 2.50

CB-10-6305-TO 2.5in. x 10.0in [6cm x 25cm] 8,000 gal at 1 gpm 1.00

� * Industry standard sizing includes 2.5” Slim and 4.5” BB size.

PHYSICAL SPECIFICATIONS

Cartridge Type Drop-in
Netting Color Blue

Netting Material PP

End Caps PP

Gasket TE

RESIDENTIAL USE 
Improves water quality by removing harmful contaminants 
from municipal water supplies. 

FOOD SERVICE 
Removes contaminants in food preparation water such as 
chlorine and organ- ics that can effect the taste of foods. 

COMMERCIAL DRINKING WATER 
Can be used as a stand-alone filter to reduce or eliminate: 
bad tastes and odors, chlorine and organic contaminants in 
municipal water supplies. 
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Safety Data Sheets (SDS) are available at resintech.com
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PERFORMANCE SPECIFICATIONS
Micron Rating (µ) 5.00
Operating Pressure Range 20-125 PSIG
Operating Temp Range 40-125°F


