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PRODUCT SPECIFICATIONS LAB FILTERS

Safety Data Sheets (SDS) are available at resintech.com
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IX-02-4202

Last Update: 08-Oct-26

IX Series - Twin Bed DI Filter Cartridge (Std.)

LAB SERIES, TWO-BED DI CARTRIDGE

IX-02-4202

SPECIFICATIONS

Max Pressure 30 psi (206.85 kPa) Max.
Capacity 1,300 grains
Max Flow Rate 1.0 gpm  (3.79 lpm)
Dimensions (D x L) 3.35 in. x 18 in [9 cm x 46 cm]
Body Color Clear
Component Media SBG2-OH,CG8-H
Connection Type Short Tapered Nipple

IX Series cartridges provide ultra high purity water with the 
highest possible capacities. The white end caps and clear 
filter tubes are constructed of durable polycarbonate. Color-
changing media gives a visual indication of exhaustion.
IX Series filters are compatible with Aries Filterworks, EDC®, 
IWC®, and US Filter® single and dual brackets. Cartridge 
equivalents are available for the Research, Universal, Metex 
and Absorber filters. Premium resins and carbon ensure the 
highest quality water and the longest possible life.

FEATURES & BENEFITS

•	 Spin welded construction
•	 High purity, polycarbonate or non-pigmented plastic 

components
•	 Individually lot numbered for component traceability
•	 Highest purity & capacity cartridges
•	 Highest quality medias


