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THE HYDRA TOTAL PFAS REDUCTION SYSTEM

The Hydra Total PFAS Reduction System delivers a sophisticated, pre-configured point-of-use water treatment 
solution meticulously engineered to combat the growing threat of PFAS contamination in residential and commercial 
water supplies. This advanced filtration system represents the culmination of ResinTech’s industry-leading research 
and development, offering unparalleled protection against these persistent environmental contaminants.

TOTAL PFAS REDUCTION FILTER CARTRIDGES

At the heart of this innovative system are the  
professional-grade AF-XX-3612 filter cartridges, 
powered by ResinTech® SIR-110-HP—our proprietary 
strong base anion resin technology that stands as the 
gold standard in PFAS remediation. This premium ion 
exchange media demonstrates remarkable selectivity 
and binding capacity, efficiently capturing both long 
and short chain PFAS compounds that conventional 
filtration systems often miss. The media aggressively 
targets and removes an extensive range of per- and 
polyfluorinated substances, including PFOS, PFOA, 
PFNA, PFHpA, PFHxS, PFBS, and PFDA—delivering 
comprehensive protection against a wide range of 
PFAS contaminants.

HIGHLIGHTS

• Certified reduction of 7 individual PFAS compounds

• �2x the flowrate, 10X the capacity compared  
to carbon

• Flow controller to optimize contact time

• Ideal for POU, residential drinking water

• Wall-mountable and low-profile 

• �Available in 4 standard sizes

• Lot control traceability

• Filters are made in the USA

WHAT’S INCLUDED

• One (1) AF-XX-3612 Filter Cartridge

• Flow Controller

• Spanner Wrench

• Wall Mounting Bracket

• Filter Housing

• Installation, Operation, & Maintenance Guide

The Development Process

Our extensive development process included  
multiple experimental runs with varying flow  
rates, resin compositions, and bed configurations. 
Several ResinTech resins were compared with 
consideration of industry certifications and  
competitive products. Insights were also  
drawn from existing installations, both municipal  
and residential.

WHAT YOU NEED TO KNOW

• �System must run for 5 minutes with no less than 10 
bed volumes of water before use.

• �System installation must comply with any existing 
local plumbing codes and state laws.

• �This system is designed for cold water line use only. 

• Spent media cannot be regenerated/re-used.

• �If chlorine levels are high (>2 ppm), be sure to  
pre-treat influent to ensure optimal PFAS adsorption.

• �System operates as certified only when using  
a genuine ResinTech AF-XX-3612 filter cartridge.

To learn more about the system or order replacement consumables, visit resintech.com.



System Models Replacement 
Filters

Rated Service  
Flow (max, gpm)

Rated Service  
Flow (max, lpm)

∆P at Rated Service 
Flow (max, psi)

Rated Capacity 
(gallons*)

HYS-100-3612 AF-10-3612 0.62 2.35 4 1,750

HYS-200-3612 AF-20-3612 1.02 3.86 9 3,500

HYS-100-B-3612 AF-10-3612-BB 1.62 6.13 4 3,562

HYS-200-B-3612 AF-20-3612-BB 3.00 11.36 12 7,125

PFAS System Filter Capacity

* �Tested by independent and accredited third party laboratory per the NSF/ANSI Standard 53. Passed total PFAS reduction performance to 200% of rated 
capacity at 2,160 ppt inlet to a 99% removal endpoint. 

SPECIFICATIONS

• Nominal Rating of 25µ

• Pressure Range: 40 - 100 psi (276 - 690 kPa)

• Temperature Range: 40 - 100˚F (4 - 38˚C)

HYS-100-3612

Height: 15.25”  
Width: 6.25”  
Depth: 5.25”
Inlet Connection: 0.5” FNPT 
Outlet Connection: 0.5” MNPT

HYS-200-3612

Height: 26.25”  
Width: 7.25”  
Depth: 6.25”
Inlet Connection: 0.75” FNPT 
Outlet Connection: 0.5” MNPT

HYS-100-B-3612

Height: 18.75”  
Width: 9.75”  
Depth: 8.5”
Inlet Connection: 1” FNPT 
Outlet Connection: 0.5” MNPT

HYS-200-B-3612

Height: 28.75”  
Width: 9.75”  
Depth: 8.5”
Inlet Connection: 1” FNPT 
Outlet Connection: 0.5” MNPT

SYSTEM MODELS

PFOA: 500 ppt
PFOS: 1,000 ppt
PFHpA: 40 ppt
PFHxS: 300 ppt

PFBS: 260 ppt
PFDA: 10 ppt
PFNA: 50 ppt

Total PFAS: 2,160 ppt in challenge water

REDUCTION CAPABILITIES**

** �This system is known to reduce up to 18 PFAS compounds, as determined by manufacturers internal testing, actual performance may vary. Can be followed by 
other Aries cartridges to improve drinking water aesthetics.

SYSTEM 
Certified by IAPMO R&T to NSF/ANSI 53 and  
NSF/ANSI/CAN 372 for Total PFAS reduction and low 
lead requirement.

Substance Influent Challenge
Concentration (mg/L)

Maximum Permissable 
product water  

concentration (mg/L)

total PFAS 0.00216 ± 20% 0.00002

While testing was performed under standard laboratory conditions, actual 
performance may vary. This system has been tested according to NSF/ANSI 53 
for reduction of the substances listed below. The concentration of the indicated 
substances in water entering the system was reduced to a concentration less 
than or equal to the permissable limit for water leaving the system, as specified 
in NSF/ANSI 53. 



CALL  856.768.9600
OR VISIT US ONLINE  RESINTECH.COM

1801 Federal Street
Camden, NJ 08105 USA

phone  856.768.9600
email  info@resintech.com

RESINTECH  
WORLD HEADQUARTERS

LIMITED WARRANTY: ResinTech warrants that product sold hereunder shall be free from defects in materials and workmanship and shall 
conform to ResinTech’ specifications for 1 year from date of shipment of said products stored in factory packaging excluding products where 
a limited shelf life is noted. The foregoing warranty does not apply to any products which have been subject to misuse, neglect, accident, 
or modification. ResinTech is not responsible for damages or malfunction as a result of installation. ResinTech’s sole obligation to Buyer for 
products failing to meet the aforesaid warranty shall be, at ResinTech option: to (a) replace the non-conforming products, or (b) issue Buyer 
a credit for the purchase price of the non-conforming products, where (i) ResinTech has timely received written notice and reasonable  
detail of any non-conformity; (ii) after ResinTech written authorization to do so; and (iii) ResinTech has determined that the product is 
non-conforming and that such non-conformity is not the result of misuse, neglect or other causes beyond the control of ResinTech.  
THE FOREGOING WARRANTY AND REMEDIES ARE EXCLUSIVE AND MADE EXPRESSLY IN LIEU OF ALL OTHER  
WARRANTIES, EXPRESS OR IMPLIED OR OTHERWISE, INCLUDING WARRANTIES OF MERCHANTABILITY AND FITNESS  
FOR A PARTICULAR PURPOSE.


