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CLiR 3000 Series High Purity Lab Water System

CLIR 3000 SERIES HIGH PURITY LAB WATER SYSTEM

Cut your lab’s water purification costs by 50% and eliminate 
carcinogenic DEPC water treatments. Take risk out of your 
supply chain with a system manufactured 100% in the 
USA. Tell us your application. We’ll set up special pricing for 
your Nuclease Free Water System and all your future filter 
cartridges.

BENEFITS

•	 Easy cartridge replacement
•	 Low operating costs
•	 Large capacity, low-cost consumables cartridges
•	 Genuine ResinTech media
•	 Made in the USA

FEATURES

•	 Resistivity Indicator
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PHYSICAL SPECIFICATIONS

Dimensions (H x W x D) 64cm x 53cm x 25cm 
[25.3in x 21.0in x 10.0in]

Dry Weight 14.5kg   [32.00lbs]

Inlet Connection ⅜” O.D. Tubing
Outlet Connection ¼” FNPT
Outer Shell Powder Coated Aluminum

FEEDWATER REQUIREMENTS

Influent Source Reverse Osmosis, DI, or Distillation
Pressure Range 30-90 PSIG
Temperature Range 4-40°C
Influent Conductivity < 20 uS/cm

Influent Filtration < 0.2 µm
Influent TOC < 50 ppb
Influent Silica < 2 ppm
Influent Free Chlorine < 0.05 ppm

LABORATORY APPLICATIONS

Academia  •  Analytic Chemistry  •  Atomic Absorption 
Spectrometry (AAS)  •  Biologic Chemistry  •  Cell Culture  •  
Clinical diagnostics  •  DNA Sequencing  •  Electrochemistry  
•  Electrophoresis  •  Forensics  •  Gas Chromatography 
Mass Spectrometry (GC/MS)  •  General Chemistry  •  
Genetic Chemistry  •  Genetics  •  High Performance Liquid 
Chromatography (HPLC)  •  Immunochemistry  •  Inductively 
Coupled Plasma Mass Spectrometry (ICP-MS)  •  Life 
Sciences  •  Microbiology  •  Molecular Biology  •  Polymerase 
Chain Reaction (PCR)  •  Reagent Grade Solutions  •  Trace 
Organics  •  Trace metals detection

ELECTRICAL REQUIREMENTS

Input Voltage (VAC) 120
Hertz 60
Amps 1.0

EFFLUENT WATER SPECIFICATION

Effluent Resisitivity > 18 MΩ-cm
Effluent Particulates Effluent Particulates
Maximum Flow Rate 4.0 lpm

Effluent Bacteria < 10 CFU / ml
Effluent Sodium < 1 ppb
Effluent Chlorides < 1 ppb
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FLOW DIAGRAM

ORDERING GUIDE

SKU UV Oxidation 0.05 µm Ultrafiltration

CLS-3400 UV Oxidation Lamp 0.05 µm Ultrafiltration

CLS-3300 0.05 µm Ultrafiltration

CLS-3200 UV Oxidation Lamp

CLS-3100

FILTERS & CONSUMABLES

SKU Description

VPK-3805 Tap Feed Cartridge Kit for CLiR 3000 High Purity Water System

VPK-4010 RO/DI Feed Cartridge Kit for CLiR 3000 High Purity Water System

CLF-XX-6402 CLiR 0.2 Micron Capsule Filter - 1/4” MNPT x 1/4” Hose Barb

CLF-3000-6505-HN Repl. 0.05 Micron Ultra Filter 1/4in MNPT x 1/4in Hose Barb

CLX-3000-003 UV Lamp Replacement for CLiR 3000 Lab Water System

CLX-3000-010 Sanitization Kit for CLiR 3000 High Purity Water System

Consumables sold seperately.
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OPTIONS & ACCESSORIES

SKU Description

CLA-3000-DF Direct Feed Port for CLiR 3000 High Purity Water System

CLA-3000-WB Wall Bracket for CLiR 3000 High Purity Water System

CLA-3000-DG Recirculating Dispensing Gun for CLiR 3000 High Purity Water System

CLX-3000-008 110 VAC / 220 VAC power converter for CLiR 3000

CLX-3000-013 Lower Fitting Repair Kit for CLiR 3000

CLX-3000-014 Upper Fitting Kit for CLiR 3000 Series (3 -sets incl)


