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CLiR 5100 Ultrapure Lab Water System

CLIR 5100 ULTRAPURE LAB WATER SYSTEM

Designed for general laboratory applications, the CLiR 5100 
delivers up to 2.5 LPM of Type I, 18.2 MΩ water quality on 
demand. The water is purified using a multi-stage purification 
process. In the two-step deionization stage, source water 
passes through high-purity ion exchange resins to remove 
dissolved minerals. A subsequent stage uses a 0.2 micron 
filter to remove particulates and bacteria before dispensing. 
The result is water that meets universally recognized Type 
I specifications. The CLiR 5100’s intuitive “touch-screen” 
display monitors system health and the remaining life of 
your consumables. Intermittent recirculation ensures that 
the water inside the unit is continuously moving when not in 
use, mitigating any chance of bacterial growth. Convenient, 
programmable presets allow you to dispense frequently used 
volumes with speed and precision consistently. Applications 
include general water chemistry, reagent preparation and 
buffers. [Cartridges and final filter sold separately.]

BENEFITS

•	 2.5 lpm of 18MΩ type 1 reagent water on demand
•	 Intuitive, user-friendly touch-screen interface
•	 Real time quality monitoring with leak detection with 

automatic shut-down
•	 Compact design with remote dispense option
•	 Quick change, no tools cartridge design
•	 Large capacity, low cost consumables cartridges
•	 Genuine ResinTech media
•	 Made in the USA

FEATURES

•	 Resistivity Indicator
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PHYSICAL SPECIFICATIONS

Dimensions (H x W x D) 55cm x 37cm x 37cm 
[21.6in x 14.7in x 14.4in]

Dry Weight 19.1kg   [42.00lbs]
Inlet Connection ⅜” O.D. Tubing

FEEDWATER REQUIREMENTS

Influent Source Reverse Osmosis, DI
Pressure Range 30-90 PSIG
Temperature Range 4-40°C
Influent Conductivity < 20 µS/cm

Influent Filtration < 0.2 µm
Influent TOC < 50 ppb
Influent Silica < 2 ppm
Influent Free Chlorine < 0.05 ppm

LABORATORY APPLICATIONS

Academia  •  Atomic Absorption Spectrometry (AAS)  •  
Clinical diagnostics  •  General Chemistry  •  Reagent Grade 
Solutions  •  Trace metals detection

EFFLUENT WATER SPECIFICATION

Effluent Resisitivity > 18 MΩ/cm
Effluent Particulates Effluent Particulates
Maximum Flow Rate 2.5 lpm

Effluent TOC < 15 ppb
Effluent Bacteria < 1 CFU / mL
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FLOW DIAGRAM

ORDERING GUIDE

SKU Configuration
Input Voltage

(VAC)
Hertz Amps

CLS-5100-R-2 Remote Dispense 220 50 0.5

CLS-5100-R-1 Remote Dispense 120 60 1.0

CLS-5100-S-2 Standard 220 50 0.5

CLS-5100-S-1 Standard 120 60 1.0

[Cartridges and final filter sold separately.]
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FILTERS & CONSUMABLES

SKU Description

CLF-5000-C1 Ultrapure Dual Conditioning Pack (RO Feed) for CLiR 5000 Series

CLF-5000-C2 Ultrapure Dual Conditioning Pack (SDI / TAP Feed) for CLiR 5000 Series

CLF-5000-P1 Ultrapure Polishing Cartridge (Std.) for CLiR 5000 Series

CLF-5000-P2 Ultrapure Polishing Cartridge (Low Organics) for CLiR 5000 Series

CLF-5000-02E Endotoxin filter for CLiR 5000 Series Ultra-high purity water system

CLX-5000-017 Sanitization Kit for CLiR 5000 Series Ultra-High Purity Water System

Consumables sold seperately.

OPTIONS & ACCESSORIES

SKU Description

CLA-5000-WB Wall Mounting Bracket for CLiR 5000 Series Ultra-high Purity Water System

CLA-5000-DG Recirculating Dispensing Gun for CLiR 5000 Series Ultra-high Purity Water System

CLA-5000-DF Direct Feed Port for CLiR 5000 Series Ultra-high Water Purity System


