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INCLUDED ACCESSORIES :

POWER TYPE :

WARRANTY :

	 SAE J706 compliance ensures the winch meets industry 
standards for performance, durability, and safety.

	 A 10:1 drum-to-rope ratio minimizes bending fatigue, 
extending the rope's lifespan. It ensures smoother winding 
and better rope durability during heavy use.

	 The 2:1 safety factor means the rope can handle twice the 
winch's maximum load without failure. This margin improves 
safety by preventing damage under sudden stress or jerks.

	 The hydraulic full-load holding brake keeps the load secure 
when the winch is not in operation. It prevents slippage, 
ensuring safe pauses and load stability on slopes or uneven 
terrain.

	 Reversable Orientation: These winches can be mounted with 
the motor on the left or right with the rope spooling from top 
or bottom. 
 

Heavy Duty Rope Tensioner Balance 
Valve

MODEL LINE PULL MOTOR MAX OIL 
FLOW BRAKE PRES-

SURE GEARING CABLE (D× L) SIZE WEIGHT

80RVSDY
8 000 lbs  

(3 629 kgs)
4.8 ci 
(80cc) 60 L/min Wet-type 

hydraulic  12Mpa 17.6:1 Steel 9.2mm × 30m

558mm × 
237mm × 241mm 47.6kg

80RVSHY 590mm × 
237mm × 241mm 49kg

10RVSHY 10 000 lbs  
(4 536 kgs)

6.1 ci 
(100cc) 60 L/min Wet-type 

hydraulic 15Mpa 17.6:1 Steel 10.2mm × 30m 594mm  × 
237mm × 241mm 49kg

15RVSHY 15 000 lbs  
(6 804 kgs)

9.7 ci 
(160cc) 60 L/min Wet-type 

hydraulic 17.5Mpa 17.3:1 Steel 12mm × 30m
735mm × 
300mm × 
277mm

83.6kg

18RVSHY 18 000 lbs  
(8 165 kgs)

12.2 ci 
(200cc) 60 L/min Wet-type 

hydraulic 16Mpa 17.3:1 Steel 14mm × 28m
742mm × 
300mm × 
277mm

86.2kg

5 Years

Hydraulic


