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ASSEMBLY INSTRUCTIONS

For Use On Models:
479, 489, 499

Key	     Description         	         Quantity
  1	 Top Shelf 		        	       	 1 ea.
  	 Lower Shelves	       	       	 2 ea.
  2	 Leg Assembly	       	       	 2 ea.
  	 Oval Machine Screw		  12 ea.
  	 Hex Lock Nut			   12 ea.

Parts Included

1. Place one of leg assembly on its side, as shown in Figure 1. 
2. Position the top shelf (with Lakeside label) on its long side (Figure 2), and align shelf 

corners with leg holes near the slight bend in the leg assembly. Be sure the top of 
the leg assembly is bent away from the shelf as shown.

3. Insert  one screw from the outside of the leg through the leg hole and shelf corner.  
Install a hex lock nut over screw end and hand tighten. (Align and install all screws 
and nuts on all shelves before tightening with tools.)

4. Repeat Step 3 for the other leg and top shelf corner.
5. Repeat Steps 3 and 4 to assemble lower shelves to the first leg assembly.
6. Position the other leg assembly against shelf corners, with the leg top bent away 

from the shelf.
7. Assemble all shelves to the other leg assembly as in Steps 3 and 4.
8. Use Phillips screw driver and pliers/wrench to tighten all screws and nuts. (Nuts 
	 may need re-tightening after about a week of initial use.)

Tools Required:
Phillips Screw Driver
Pliers or Adjustable Wrench
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