F=RINOX

MAKES WATER WORK

Protector Solar S1 20 litre
59244

* Protectie Tmpotriva inghetului la -28°C

+ Inhibitor coroziune volatil pentru protectia in stare
gazoasa si lichida

* pH stabil pentru gama de temperaturi operationale

+ Compatibil cu toate produsele si modelele de panouri
solare

« Comparat cu produsele lider de piata

Un fluid de transfer caldura inhibat proiectat pentru a proteja toate sistemele de incalzire termala solara la temperaturi ridicate.
Acest produs este eficient atat In stare gazoasa, cat si lichida, la temperaturi mai mari de 180° C.

Element unic Ambalaj exterior

inaltime mm 365 inaltime mm 0

Latime mm 280 Latime mm 0

Adancime mm 250 Adancime mm 0

Greutate kg 22.000 Greutate kg 0.000

Cod de bare EAN 5014551592445 Tipul de transport Euro 1200 x 800
Cod de bare OCU N/A

Copyright Fernox ©


https://fernox.com

F=RINOX

MAKES WATER WORK

Temperatura specifica a caldurii

Specific Heat Capacity of Fernox Solar $1

\

\

e
>

Specific Heat Capacity [kJ kg" K")

w
o

34

33

0 20 40 60 80 100 120 140

Copyright Fernox ©


https://fernox.com

F=RINOX

MAKES WATER WORK

Vascozitate

Viscosity of Fernox Solar $1
Viscosity (cPs at 100rpm)

70

-30 -20 -10 0 10 20 30 40 50 60 70 80 20 100
Temperature (°C)

Copyright Fernox ©


https://fernox.com

F=RINOX

MAKES WATER WORK

Conductivitate termica

Thermal Conductivity of Fernox Solar S1
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