
CAMDEN
SQUARE UNDERMOUNT SINK

PRODUCT SPECS:
- Vitreous china

- Front over�ow hole

- Template supplied

- Mounting clips not included

- Clips and epoxy can be used 
(supplied by the installer)

DIMENSIONS:
Outer:

405mm W x 405mm D x 190mm H

16" W x 16" D x 7½" H

Inner:

355mm W x 355mm D x 138mm H

14" W x 14" D x 5½" H

COMPLIANCE CERTIFICATIONS
Meets or exceeds the following:

- IAPMO cUPC

- ASME A112.19.2 / CSA B45.1

- ADA Guidelines & ANSI A117.1

- OBC Section 3.8 Barrier Free 
design and CSA B651 Standard

SHIPPING
Cube 1.43

GW 24 lbs

�… 4210CHY Undermount Sink

TO BE SPECIFIED

Colour:
�„  Soft White

DETAIL OF MOUNTING CLIP

Sink

Brass insert

Clip

Screw

Countertop Note:
Dimensions shown for
location of supplies
�D�Q�G���Ž�3�Ž���W�U�D�S���D�U�H
suggested.

405mm (16")

190mm
(7½")

138mm
(5½")

12mm
(½")

COUNTERTOP CUT OUT
(TEMPLATE SUPPLIED)

MOUNTING CLIPS
(4 PIECES)

30mm
(1¼")

110mm
(4�")

OVERFLOW HOLE
12mm x 50mm (½" x 2")

355mm
(14")

405mm
(16")

65mm (2½") 41mm(1�")

405mm (16")

355mm (14")

SUPPLIES
AS REQUIRED

32mm (1¼")
O.D. WASTE

COUNTER TOP

327mm
(12�")

273mm
(10¾")

204mm (8")

405mm (16")

5970 CHEDWORTH WAY, UNIT B, MISSISSAUGA. ONTARIO, CANADA   L5R 4G5   |   CONTRAC.CA

REVISED DECEMBER 2021

KNEE CLEARANCE

TOE CLEARANCE

*280mm (11") Min.

FINISHED FLOOR
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*430mm (16� ") Min.

*350mm 
(13¾") Min.

*864mm 
(34") Max.

*686mm 
(27") Min.

*200mm 
(7�") Min.

*483mm (19") Max. FAUCET
CENTER

DRILLING

COUNTERTOP

NOTE: * Starred measurements comply with ADA and OBC barrier free accessibility requirements.

NOTES: Dimensions of �xtures are nominal and may vary within the range 
of tolerances established by ASME standard A112.19.2. These 
measurements are subject to change or cancellation. No responsibility is 
assumed for use of superseded or voided pages.

Products are designed to comply with ADA/ANSI A117.1, CSA B651 
Standard and OBC barrier-free requirements. It shall be the responsibility 
of the installer to comply with the local disability codes and standards 
prior to installing the product.


