
CARLIN 2-PIECE TOILET
4.8LPF / 1.28GPF

 4722FGFV  

 4721FGVU  
 4721FGV  

PRODUCT SPECS
 

DIMENSIONS
440mm W x 710mm D x 763mm H

17⅜" W x 28" D x 30" H

COMPLIANCE CERTIFICATIONS
Meets or exceeds the following:

SHIPPING

Cube 3.92

Bowl:

GW 57.76 lbs

Cube 1.66

Unlined Tank:

GW 33.07 lbs

Cube 1.66

Lined Tank:

GW 31.48 lbs

NOTES: This toilet is designed to rough-in at a minimum dimension of 
305mm (12") from finished wall to C/L of outlet. Supply line not included 
with fixture and must be ordered separately.

Important: Dimensions of fixtures are nominal and may vary within the 
range of tolerances establishedby ASME standard A112.19.2. These 
measurements are subject to change or cancellation. No responsibility is 
assumed for use of superseded or voided pages.

TO BE SPECIFIED

Colour:
 Soft White

REVISED APRIL 2025 
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- White vitreous china

- FLUSH GUARD™ overflow 
protection

- Chrome tank lever

- Siphon jet flush action

- 2" Fully glazed ball pass trapway

- 3" flush valve

- 12" rough-in

- Extra large footprint covers floor 
marks

- Works with standard plumbing; no 
special installation required for 
overflow feature

- 100% factory flush tested

- FLUSH GUARD™ toilets are 
specially designed to meet the 
needs of individuals with physical, 
cognitive, and sensory impairments, 
enhancing accessibility, safety, and 
ease of use

- Toilet seat not included

- IAPMO cUPC

- ASME A112.19.2-2018/CSA B45.1-18

- MaP tested 1000g

- IGC 252-2018 Overflow Standard

- Built Environment - 2020, Cal 
Green - 2022 and LEED® v4.1

- EPA WaterSense Specification
for Tank-Type Toilets, Version 1.2, 
June 2, 2014

- ADA Guidelines
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