
L E D  H I G H  B A Y  
C H B  S E R I E S  

P R O D U C T  D E S C R I P T I O N :

The Diva Light CHB Series LED round high bay fixture combines 

high performance LED modules and an integrated LED driver 

to replace T5 and T8 fluorescent high bays. The CHB delivers 

efficient, uniform, high lumen output for high bay and low bay 

applications in industrial, retail and commercial interiors.  

This energy-efficient fixture is designed with the look and feel 

of traditional high bay fixtures and can be installed hook 

mount or pendant mount.  

A P P L I C AT I O N S :  
Warehouse, gymnasium, factory, workshop, arena. 

F E AT U R E S :
Construction 

This fixture is constructed with heavy die-cast aluminum 

housing with polyester powder-coated finish. Luminaire is 

corrosion proof against extreme climate changes. The mate-

rial is mercury-free and RoHS compliant. 

Electrical System 

The high performance UL qualified LED driver is equipped 

with continuous 0-10V dimming, 10-100%. The luminaire 

utilizes universal 120-277V with option for 200-480V. 

Installation 

The fixture can be suspended mount using a pendant or 

hook. 

Optical System 

High quality glass optics provide glare-free and even light 

distribution. High performance LM80 SMD LED chips provide 

80 CRI and 100,000 hours rate life. Color temperature: 

5000K. 

Certifications 

This fixture is ETL listed for U.S. and Canada. IP65-rated for 

damp locations. DLC certified.  

Warranty 

5 years limited warranty. 

O R D E R I N G  I N F O R M AT I O N :

 CHB  50K  D10 

 Series  Lumens  Voltage  CCT  Controls 

 CHB  12L    12,300 lumens  U 120-277V  50K     5000K  D10 0-10V Dimming

 18L    18,200 lumens  H 200-480V*

 24L    24,200 lumens 

Example: CHB-18L-U-50K-D10 

PROJECT NAME:_________________________ 

NOTES:________________________________ 

CATALOG NUMBER:_____________________ 

FIXTURE SCHEDULE:_____________________ 

*Special order item
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SKU CHB-12L CHB-18L CHB-24L 

Wattage 95 Watts 140 Watts 180 Watts 

Lumens 12,300 18,200 24,000 

Efficacy 130 lm/W 130 lm/W 130 lm/W 

Equivalency 4-lamp T8 / 250W MH 4-lamp T5HO / 400W MH 6-lamp T5HO / 8-lamp T8

P E R F O R M A N C E  DATA :

Color Temperature 5000K 

CRI 80 

Input Voltage 120-277V (standard) / 200-480V (optional)

Dimming 0-10V dimming standard, 10-100%

Mounting Pendant or hook mount 

Operating Temperature -20°C - 50°C

Dimensions (inches) L: 16.45" X W: 11.73" X H: 6.75" 

Environment Suitable for damp location, IP65 

Material RoHS Compliant, no mercury 

Certifications cETL, ETL, DLC 

L70 Life 100,000 hours 

Warranty 5 Years 

S P E C I F I C AT I O N S :

 Accessories: ordered separately 

 CHB-ALR Aluminum reflector  CHB-SP Surge protector 

 CHB-PCR Prismatic reflector  CHB-SC2 Safety cable, 2ft 

 CHB-WG Wire guard  CHB-TLC Twist-lock cable 

 CHB-PMS Pendant mount slider 

A C C E S S O R I E S :  
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D I M E N S I O N S :  


