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I°C-Bus Compatible Digital MM3285
Temperature Sensor Datasheet

DESCRIPTION

The MM3285 is an I2C-bus compatible digital temperature sensor IC incorporating a

temperature sensor and sigma-delta AD converter. The MM3285 offers 12C-bus compatible
interface with low power consumption, making it ideal for a wide range of applications.

FEATURES

Low voltage operation: 3.0V to 5.5V

Low current consumption: 75pA typ.

Fast data update time: 2ms typ.

Accuracy: £2.0°C (-25°C to +100°C)

Resolution: 9 bits (0.5°C)

Shutdown mode minimizing current consumption
I12C-bus compatible interface

Up to 4 ICs can be built into a bus
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12C-Bus Compatible Digital Temperature Sensor MM3285
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12C-Bus Compatible Digital Temperature Sensor

MM3285

BLOCK DIAGRAM
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Fig. 1 Block Diagram

PIN CONFIGURATION

SDA Ay Voo
6 5 4
O
1 2 3
SCL GND A

Fig. 2 Pin Configuration
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12C-Bus Compatible Digital Temperature Sensor

MM3285

PIN DESCRIPTION

Table 1 Pin Description

PIN No. | SYMBOL FUNCTION INTERNAL EQUIVALENT CIRCUIT
1 SCL I2C-Bus Clock Input
2 GND Ground -
-
3 A1 Slave Address Set
4 Vop Power Supply -
D>
5 Ao Slave Address Set
6 SDA 1°C-Bus Data I/0O
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12C-Bus Compatible Digital Temperature Sensor MM3285

ABSOLUTE MAXIMUM RATINGS

(Unless otherwise specified, Ta=25°C.)

ITEM SYMBOL MIN. MAX. UNIT
Maximum Supply Voltage VDDmax -0.3 6.0 \"
Maximum Qutput Voltage Vout -0.3 VDD+0.3 \
Power Dissipation Pd - 300 mwW
Storage Temperature Tstg -65 150 °C
RECOMMENDED OPERATING CONDITIONS
(Unless otherwise specified, Ta=25°C.)
ITEM SYMBOL MIN. MAX. UNIT
Operating Voltage Vbbopr 3.0 5.5 Vv
Operating Ambient Temperature Topr -40 125 °C
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12C-Bus Compatible Digital Temperature Sensor

MM3285

ELECTRICAL CHARACTERISTICS

TEMPERATURE-TO-DIGITAL CONVERTER CHARACTERISTICS

(Unless otherwise specified, Ta=25°C, VDD=3.3V.)

PARAMETER SYMBOL CONDITIONS MIN. TYP. MAX. UNIT
-25°C<Ta<100°C - - +2.0
Temperature Detection Accuracy o
(*1) Ac C
-40°C<Ta<125°C - - +3.0
Temperature Data Update Time T - 2.0 - ms
Normal Operation - 75 150
Supply Current Iop HA
Shutdown Mode - 1.0 -
Start-up Reset Voltage Reset - 2.1 - \
Reset Hysteresis (*2) Rhys - 0.3 - \

*1 The specification values of temperature detection accuracy show values when supply voltage is 3.3V. Temperature
data varies by +1°C/V (typ.) against supply voltage.

*2 Power-off Reset Voltage is 1.8V (typ.) due to hysteresis voltage of 0.3V (typ.).
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12C-Bus Compatible Digital Temperature Sensor MM3285
LOGIC ELECTRICAL CHARACTERISTICS
(Unless otherwise specified, Ta=25°C, VDD=3.3V.)
PARAMETER SYMBOL CONDITIONS MIN. TYP. MAX. UNIT
Input voltage L Vi -0.3 - Vopx0.3 Vv
Input voltage H ViH Vopx0.7 - Vop+0.3 Vv
SDA low level output voltage VoL SDA sink 3mA 0 - 0.4 Vv
High level input current Iin SDA, SCL=3.3V -10 - 10 HA
Low level input current In SDA, SCL=0.4V -10 - 10 HA
(Unless otherwise specified, Ta=25°C, VDD=3.3V, 12C-bus Mode = Standard Mode.)
PARAMETER SYMBOL CONDITIONS MIN. TYP. MAX. UNIT
Clock frequency fscL - - 100 kHz
Data transfer wait time taur 4.7 - - Hs
SCL start hold time tHp;sTA 4.0 - - Ks
SCL low level hold time trow 4.7 - - Hs
SCL high level hold time thiGH 4.0 - - Hs
Start condition setup time tsu;sTA 4.7 - - Hs
SDA data hold time tHD; DAT 0.0 - - Ks
SDA data setup time tsu;pat 250 - - ns
SDA,SCL rise time tr - - 1000 ns
SDA,SCL fall time tr - - 300 ns
Stop condition setup time tsu;sto 4.0 - - Ks
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12C-Bus Compatible Digital Temperature Sensor MM3285
(Unless otherwise specified, Ta=25°C, VDD=3.3V, 12C-bus Mode = Fast Mode.)

PARAMETER SYMBOL CONDITIONS MIN. TYP. MAX. UNIT

Clock frequency fscL - - 400 kHz
Data transfer wait time taur 1.3 - - Ks
SCL start hold time tHp;sTA 0.6 - - Hs
SCL low level hold time tLow 1.3 - - Hs
SCL high level hold time thiGH 0.6 - - Ks
Start condition setup time tsu;sTA 0.6 - - Ks
SDA data hold time tHp;DAT 0.0 - - Ks
SDA data setup time tsu;pat 100 - - ns
SDA, SCL rise time tr - - 300 ns
SDA, SCL fall time tr - - 300 ns
Stop condition setup time tsu;sto 0.6 - - Ks

- ]L J&r / J\
NeUF
tR tF
N 7Z | / \ 7Z , \ /—/ F\ /L
— - u L
tHD;STA tLOW tHD;DAT tHIGH tSU;DAT tSU;STA
P S Sr
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12C-Bus Compatible Digital Temperature Sensor MM3285

TEST CIRCUIT

Voo
SCL ——
e } I2C Controller
_|oauF SDA |
3.3V T A, —
} Address Set
A,
GND
L 2
777

TYPICAL APPLICATION CIRCUIT

Voo
SCL ——
}» I2C Controller
O1uF SDA (——
33V - ——
Ay
} Address Set
A
GND
e

-Mitsumi shall not assume any liability for any accident or damage caused by use of this circuit.
-Mitsumi shall not assume any liability for any issues related to industrial property rights and/or other rights owned by
third parties or shall not grant any license regarding use of this circuit.
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12C-Bus Compatible Digital Temperature Sensor MM3285

12C-BUS CONDITIONS

SDAT‘ :

W 1 23456 78A1 23

S: Start condition
P: Stop condition
A: Acknowledge

I2C-bus is inter-IC bus system to transfer data by 2 lines of SDA and SCL. Data transfer is performed by 1 byte, and
acknowledgement is sent when each byte is complete. Data transfer takes place MSB first from a start condition.
There are a pointer register and two data registers selected by the pointer register in MM3285.

SDA Data

Interface <

4

SCL

Address Temperature
Register
A (Read only)

A
\ 4

Pointer Register

Configuration
Register <
(Read/Write)

Y
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12C-Bus Compatible Digital Temperature Sensor

MM3285

I2C Data Format
Read Mode

The data format for read mode is set in the temperature, configuration register as shown below.

Slave address R/W DATA 1 DATA 2
1{ofo|1]o]at]ao] 1 oss | o14] 013 | o2 ] o1 [ o0 ] D9 D8] ™ | 07| D6 D5 D4 D3] D2| D1| DO
- - _J

wn

~ - ~~
Address byte Data byte Data byte
* If a register selected with a pointer byte, data byte is 1 byte only.

Write Mode

The data format for write mode is set in the configuration register as shown below.

Slave address R/W Pointer Register DATA 1
1] of o 1] ofaifac[ © o] of o] o] of o] ofro] "' | o] o] of of of o] o]po
- _J - J
~" ~"
Address byte Pointer byte Data byte

* If a register selected with a pointer byte, data byte is 1 byte only.

wn

Register Structure

Pointer Register

P7|P6|P5|P4|P3| P2 | PL|PO
0] 0| 0] 0| 0 |Register Select

(1) PO: Register select

P1 | PO Register
0 0 Temperature Register
(Read only, Power-up default)
0 1 Configuration Register
(Read/Write)
1 0 Test Mode Resister

(2)P1-P7: Must be kept to zero.

*The MM3285 enters the static test mode when 1 is input to P1. Please always input 0 to P1.

Temperature Register (Read only)

D15 | D14 | D13 | D12 | D11 |D10| D9 | D8 | D7 | D6 | D5 | D4 | D3 | D2

D1

DO

MSB | Bit7 | Bit6 | Bit5 | Bit4 | Bit3 | Bit2 | Bitl | LSB | X X X X X

(1)D0-D6: Undefined
(2)D7-D15: Temperature data. 1 LSB = 0.5°C. Two's complement format.
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12C-Bus Compatible Digital Temperature Sensor

MM3285

Temperature Data Format
Temperature data is represented by a 9-bit (8 bits plus a sign bit), two's complement word with an LSB equal to 0.5°C.

Digital Output
Temperature Binary Code Hex
125°C 01111 1010 OFAh
100°C 0 1100 1000 0C8h
80°C 0 1010 0000 0AOh
60°C 00111 1000 078h
40°C 0 0101 0000 050h
25°C 0 0011 0010 032h
0.5°C 0 0000 0001 001h
0°C 0 0000 0000 000h
-0.5°C 111111111 1FFh
-10°C 11110 1100 1ECh
-25°C 11100 1110 1CEh
-40°C 11011 0000 1BOh
Configuration Register (Read /Write)
D7 | D6 |D5|D4|D3|D2|D1 DO
0| 00| 0| 0] 0] 0 |Shutdown Mode Select

(1) DO: Shutdown mode select

DO Shutdown Mode
Normal Operation
1 Shutdown

(2)D1-D7: Must be kept zero for normal operation.

* Power-up default is with all bits (DO to D7) "0" (zero).

Shutdown mode
Shutdown mode is enabled by setting the shutdown mode select bit in the configuration register. Current consumption

during shutdown mode is 1pA typ., which achieves reduction in power consumption during standby mode.
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12C-Bus Compatible Digital Temperature Sensor MM3285

TYPICAL PERFORMANCE CHARACTERISTICS

Ambient Temperature — Accuracy
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*3 The characteristic graph shows an approximate curve.

Ambient Temperature — Supply Current

Vop=3.3V

120
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12C-Bus Compatible Digital Temperature Sensor MM3285

DIMENSIONS

PACKAGE: SOT-26A

UNIT[mm]
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12C-Bus Compatible Digital Temperature Sensor

MM3285

MARKING CONTENTS

Model name Model No.
1@ 3
M M 3 285CNRE e e
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12C-Bus Compatible Digital Temperature Sensor MM3285

How to identify 2 characteristic lot numbers.

1st digit =3 @ @ <€— 2nd digit

(1) The 1st digit (D) shows the first half of the year or the second half.
(2) The 2nd digit (@) shows a production week of mass production.
[How to indicate a production year]

First half of the year

The 1st digit (D) The 2nd digit (@)
telasdgtore | o production | gy | production |y

xxx1 1 1 1 14 E
XXX2 2 2 2 15 F
X3 3 3 3 16 G
XxXx4 4 4 4 17 H
Xxx5 5 5 5 18 J
XXX6 6 6 6 19 K
XXX7 7 7 7 20 L
XXx8 8 8 8 21 M
xxx9 9 9 9 22 N
xxx0 0 10 A 23 P
11 B 24 Q

12 C 25 R

13 D 26 S

Second half of the year
The 1st digit (D) The 2nd digit (@)
telsdsiore | oy production | gy | production |y

xxx1 A 27 1 40 E
X2 B 28 2 41 F
X3 C 29 3 42 G
Xxx4 D 30 4 43 H
XxX5 E 31 5 44 J
XXX6 F 32 6 45 K
XXX7 G 33 7 46 L
XXx8 H 34 8 47 M
xxx9 ] 35 9 48 N
xxx0 K 36 A 49 P
37 B 50 Q

38 C 51 R

39 D 52 S

53 T
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12C-Bus Compatible Digital Temperature Sensor MM3285

PACKING SPECIFICATIONS

1. APPLICATION LIMIT
IT APPLIES TO THE PACKING SPECIFICATION OF SOT-26A

2. QUANTITY
(1) REEK PACKING 3000 pcs / REEL
(2) BOX PACKING MAX 3000 pcs / BOX (5REEL)

THE QUANTITY IS FILLED IN THE PACKING SLIP

3. PACKING SPECIFICATIONS

(1) HOUSING SPECTICATION REFER TO DRAWING
(2) REEL DIMENSIONS REFER TO DRAWING
(3) BOX DIMENSIONS REFER TO DRAWING
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12C-Bus Compatible Digital Temperature Sensor MM3285

EMBOSS TAPE HOUSING SPECIFICATION

T ¢ DO
T e o o
SREsTaEsensar

=9 ¢ D1 P1 |P2| PO

5| A|B|W|F|E|PLIP2|P0|#DO0| T |T2| ¢D!
2180 ]35]175] 40|20 |40 15]025/17] 10
01 |20.310.0520.1 [#0.1 [F0.05)201 | X5+ HO.0510.L | g

NOTE

1. IC PULL DUT DIRECTION
“ﬁooooo‘* \ODC}DD\

R HOUSING /EE@@ L HOUSING x ....

2. CARRIER TAPE MATERIAL: DISPOSED ELECTRICATION PREVENTION.

3. LENGTH OF LEADER TAPE: MORE THAN 400mm INCLUDING 40 OR MORE ENBOSSES IN WHICH NO COMPONENT IS
PLACED.

4. LENGTH LEADER TAPE: MORE THAN 40mm INCLUDING ENBOSSES IN WHICH NO COMPONENT IS PLACED

©2024 Mitsumi Electric Co., Ltd. All rights reserved. The contents of this document are subject to change without notice. The details listed here are not a guarantee.

MITSUMI ELECTRIC CO., LTD. Semiconductor Business div.

https://product.minebeamitsumi.com/en/product/category/ics/




12C-Bus Compatible Digital Temperature Sensor MM3285

REEL DIMENSIONS

UNIT [m m]|

N

Wl

SYMG A |0
fighed

MM

ON| £ [WIWc
U000 2090 130
2] %o H09t0.3 114

-~
i
J
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12C-Bus Compatible Digital Temperature Sensor

MM3285

BOX DIMENSIONS

184

% BOX SIZE VARIES WITH DEPENDS N THE QUANTITY.

PACKING SLIP

NITSUNT ELECTRIC CO., LTD.
@ﬁ i = PACKING SLIP

#A% NESSRS

& & PART NO.

& % DESCRIPTION

& & P/0NO.

5 & NOTE

TOTALQ"TY/BOXES Q'TY/BOX
L] BA

#x mo/ &

DATE

LOT NoO.

R & SPEC. R

[ UNIT [ mm

PACKING SLIP
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12C-Bus Compatible Digital Temperature Sensor MM3285

CONDITION FOR PACKAGE MOUNTING

Design example of mount pad | UNIT | mm |
Package: SOT-26A

U939 0,79

N
N
N

7 a7
YRY

2.0

0.9

NI

0.7

The dimension are for reference only and not guaranteed by design.
To design practically, correction should be made for optimized dimensions considering the effects of the board type to be
mounted, mount (soldering) method, type and coating thickness of cream solder.
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12C-Bus Compatible Digital Temperature

Sensor

MM3285

Pb-Free recommended profile condition

Reflow Soldering

(max 2 times)

N

80~~150°C

o~

Within 20sec 250°C
(Peak:Max 260°C)
Temp <
1~3°C/sec 230°C
150~-200°C \/_\ , 7~
1~3°C/sec \ 1°C/sec
| Within 60sec
60~150sec
\ Time
/Flow Soldering (max 1 times)
Within 12sec
Temp 60~120sec i I
MAX 263°C
PWB Surface Temp. (Solder bath Temp.)

Natural Cooling

N

Time

Note: For double-wave soldering, the peak time is the total of two
peaks (maximum temperature).

/

Manual Soldering

Iron tip temp./time

times

max 400°C/within 3s

max2

\

A

This profile gives recommended values, which are not guaranteed.

For mounting the package, evaluate the profile with the equipment, conditions, and materials to be used.

©2024 Mitsumi Electric Co., Ltd. All rights reserved. The contents of this document are subject to change without notice. The details listed here are not a guarantee.

MITSUMI ELECTRIC CO., LTD. Semiconductor Business div.

https://product.minebeamitsumi.com/en/product/category/ics/
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Storage method

Storage condition
Store the device under the following conditions.
Temperature: 5~30°C
Humidity: 40~70%RH
Storage life: 1 year
For the product in the moisture-proof packaging, follow these conditions after unpacking.
Temperature: 5~30°C
Humidity: 40~70%RH
Storage life: 168hours
Do not store this device where a large amount of dust or harmful volatile gas exists, electrostatic is easily charged,
condensation is generated, or changes in temperature and humidity are wide, or under the direct sunlight.

Baking
If the storage time specified above has passed, mounting by soldering may cause cracks on the moisture absorbed package.
Before mounting, the package should be baked under the following conditions.
Temperature: 125°C
Treating time: 16 to 24 hours
Embossing tapes and reels are not heat-resistant type.
Before baking, the device should be placed in a heat-resistant container.
In consideration of the time-consuming baking process and the possibility of deformed terminal, the device should be
mounted promptly within the time observing the storage conditions.
If a long-term storage is needed, a desiccator or a dry box should be used.

Handling instructions

Shipping boxes must be handled with care because any drop or shock may damage the device.

Additionally, the device must be handled in the place with the protection against electrostatic charge and without extreme
changes of temperature/humidity.
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NOTES

Safety Precautions

- Though Mitsumi Electric Co., Ltd. (hereinafter referred to as "Mitsumi") works continually to improve our product's quality
and reliability, semiconductor products may generally malfunction or fail. Customers are responsible for complying with
safety standards and for providing adequate designs and safeguards for their hardware, software and systems which
minimize risk and avoid situations in which a malfunction or failure of this product could cause loss of human life, bodily
injury, or damage to property, including data loss or corruption. Before customers use this product, create designs
including this product, or incorporate this product into their own applications, customers must also refer to and comply
with (a) the latest versions or all of our relevant information, including without limitation, product specifications, data
sheets and application notes for this product and (b) the user’s manual, handling instructions or all relevant information
for any products which is to be used, or combined with this products. Customers are solely responsible for all aspects of
their own product design or applications, including but not limited to (a) determining the appropriateness of the use of
this product in such design or applications; (b) evaluating and determining the applicability of any information contained
in this document, or in charts, diagrams, programs, algorithms, sample application circuits, or any other referenced
documents; and (c) validating all operating parameters for such designs and applications. Mitsumi assumes no liability for
customers’ product design or applications.
This product is intended for applying to computers, OA units, communication units, instrumentation units, machine tools,
industrial robots, AV units, household electrical appliances, and other general electronic units.
This product is not designed as a component of equipment or devices that require a high degree of reliability, may affect
the life or body, or could damage the property (space systems, submarine repeaters, nuclear power controllers,
infrastructure controllers, medical equipment, military devices, units related to the control and safety of transport
equipment (automobiles, trains, aircraft, etc.), traffic signaling equipment, disaster / crime prevention units, or the like).
In the case where this product is used in these applications, Mitsumi does not bear any responsibility. If the product is
used as a component of the above equipment or devices, Mitsumi shall not be liable for any damage caused thereby. It
is the customer's responsibility to carry out the necessary safety design for the customer's hardware, software and systems.
Before using this product, even when it is not used for the applications written previous paragraph, notify and present us
beforehand if special care and attention are needed for its application, intended purpose, environment of usage, risk, and
the design or inspection specification corresponding to them.
If any damage to our customer is objectively identified to be caused by the defect of this product, Mitsumi is responsible
for it. In this case, Mitsumi is liable for the cost limited to the delivery price of this product.

Application considerations during actual circuit design

- The outline of parameters described herein has been chosen as an explanation of the standard parameters and
performance of the product. When you actually plan to use the product, please ensure that the outside conditions are
reflected in the actual circuit and assembling designs.
Before using this product, please evaluate and confirm the actual application with this product mounted and embedded.
To investigate the influence by applied transient load or external noise, It is necessary to evaluate and confirm them with
mounting this product to the actual application.
Any usage above the maximum rating may destroy this product or shorten the lifetime. Be sure to use this product under
the maximum rating.
If you continue to use this product highly-loaded (applying high temperature, large current or high voltage; or variation
of temperature) even under the absolute maximum rating and even in the operating range, the reliability of this product
may decrease significantly. Please design appropriate reliability in consideration of power dissipation and voltage
corresponding to the temperature and designed lifetime after confirming our individual reliability documents (such as
reliability test report or estimated failure rate). It is recommended that, before using this product, you appropriately derate
the maximum power dissipation (typically, 80% or less of the maximum value) considering parameters including ambient
temperature, input voltage, and output current.
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Precautions for Foreign Exchange and Foreign Trade Control Act
If you export or take products and technologies in this document which are subject to security trade control based on the
Foreign Exchange and Foreign Trade Act to overseas from Japan, permission of the Japanese government is required.

Prohibitions for Industrial Property Rights
Since this document contains the contents related to our copyright and know-how, you are requested not to use this
document for any purpose other than the application of this product.
If a use of this product causes a dispute related to the industrial property rights of a third party, Mitsumi has no liability
for any disputes except those which arise directly from the manufacturing and manufacturing method of our products.

Precautions for Product Liability Act
Mitsumi does not bear any responsibility for any consequence resulting from any wrong or improper use of this product
and other factors.

Others
Any part of the contents contained herein must not be reprinted or reproduced without our prior permission.
In case of any question arises out of the description in this specification, it shall be settled by the consultation between
both parties promptly.

ATTENTION

This product is designed and manufactured with the intention of normal use in general electronics. No special circumstance
as described below is considered for the use of it when it is designed. With this reason, any use and storage under the
circumstances below may affect the performance of this product. Prior confirmation of performance and reliability is
requested to customers.

»  Environment with strong static electricity or electromagnetic wave

»  Environment with high temperature or high humidity where dew condensation may occur
This product is not designed to withstand radioactivity, and must avoid using in a radioactive environment.
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MITSUMI ELECTRIC CO., LTD.

Strategy Engineering Department Semiconductor Business Division

Tel: +81-46-230-3470 / https://product.minebeamitsumi.com/en/contact/

Notes:
Any products mentioned this datasheet are subject to any modification in their appearance and others for improvements without prior

notification. The details listed here are not a guarantee of the individual products at the time of ordering. When using the products, you
will be asked to check their specifications.
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Disclaimers

Disclaimers (Handling Precautions)

1. All the information described herein (product data, specifications, figures, tables, programs, algorithms and application
circuit examples, etc.) is current as of publishing date of this document and is subject to change without notice.

2. The circuit examples and the usages described herein are for reference only, and do not guarantee the success of
any specific mass-production design.

MITSUMI ELECTRIC CO., LTD. is not liable for any losses, damages, claims or demands caused by the reasons other
than the products described herein (hereinafter "the products") or infringement of third-party intellectual property
right and any other right due to the use of the information described herein.

3. MITSUMI ELECTRIC CO., LTD. is not liable for any losses, damages, claims or demands caused by the incorrect
information described herein.

4. Be careful to use the products within their ranges described herein. Pay special attention for use to the absolute
maximum ratings, operation voltage range and electrical characteristics, etc.

MITSUMI ELECTRIC CO., LTD. is not liable for any losses, damages, claims or demands caused by failures and / or
accidents, etc. due to the use of the products outside their specified ranges.

5. Before using the products, confirm their applications, and the laws and regulations of the region or country where
they are used and verify suitability, safety and other factors for the intended use.

6. When exporting the products, comply with the Foreign Exchange and Foreign Trade Act and all other export-related
laws, and follow the required procedures.

7. The products are strictly prohibited from using, providing or exporting for the purposes of the development of
weapons of mass destruction or military use. MITSUMI ELECTRIC CO., LTD. is not liable for any losses, damages,
claims or demands caused by any provision or export to the person or entity who intends to develop, manufacture,
use or store nuclear, biological or chemical weapons or missiles, or use any other military purposes.

8. The products are not designed to be used as part of any device or equipment that may affect the human body,
human life, or assets (such as medical equipment, disaster prevention systems, security systems, combustion control
systems, infrastructure control systems, vehicle equipment, traffic systems, in-vehicle equipment, aviation equipment,
aerospace equipment, and nuclear-related equipment), excluding when specified for in-vehicle use or other uses by
MITSUMI ELECTRIC CO., LTD. Do not apply the products to the above listed devices and equipment.

MITSUMI ELECTRIC CO., LTD. is not liable for any losses, damages, claims or demands caused by unauthorized or
unspecified use of the products.

9. In general, semiconductor products may fail or malfunction with some probability. The user of the products should
therefore take responsibility to give thorough consideration to safety design including redundancy, fire spread
prevention measures, and malfunction prevention to prevent accidents causing injury or death, fires and social
damage, etc. that may ensue from the products' failure or malfunction.

The entire system in which the products are used must be sufficiently evaluated and judged whether the products
are allowed to apply for the system on customer's own responsibility.

10. The products are not designed to be radiation-proof. The necessary radiation measures should be taken in the
product design by the customer depending on the intended use.

11. The products do not affect human health under normal use. However, they contain chemical substances and heavy
metals and should therefore not be put in the mouth. The fracture surfaces of wafers and chips may be sharp. Be
careful when handling these with the bare hands to prevent injuries, etc.

12. When disposing of the products, comply with the laws and ordinances of the country or region where they are used.

13. The information described herein contains copyright information and know-how of MITSUMI ELECTRIC CO., LTD.
The information described herein does not convey any license under any intellectual property rights or any other
rights belonging to MITSUMI ELECTRIC CO., LTD. or a third party. Reproduction or copying of the information from
this document or any part of this document described herein for the purpose of disclosing it to a third-party is strictly
prohibited without the express permission of MITSUMI ELECTRIC CO., LTD.

14. For more details on the information described herein or any other questions, please contact MITSUMI ELECTRIC
CO., LTD.'s sales representative.

15. This Disclaimers have been delivered in a text using the Japanese language, which text, despite any translations
into the English language and the Chinese language, shall be controlling.
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