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General Specifications

Dimensions 
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Life Expectancy L10

Materials

Casing ：Plastic (Black) UL94V-0

Impeller ：Plastic (Black) UL94V-0

Bearing ：Ball Bearing

Lead Wire：UL1007 AWG26

Measuring Condition*2

Specifications

(dB)*1(CFM) (Pa) (In H2O)3(m /min)
Model

Rating 
Voltage

Operating 
Voltage Current

Input
Power Speed Max. Air Flow*2 Max. Static 

Pressure*2
Noise Mass

Product 
No. (min  )*-1 1

0.15 1.80 1600 1.03 36.4 50.0 0.20 32.0

Characteristics Curves 

70,000 Hours at -20°C
*Fan life expectation is based on free air 
operation at -20°C, rated voltage, and indoor 
controlled lab environment

Air Flow Q

St
at

ic
 P

re
ss

ur
e 

Ps

(Pa)(In H2O)

 (m3/min)

 (CFM) +： Red   -  :    Black

(mm) (mm)

Motor Protection:
Auto Restart
Insulation Resistance:
10MΩ or over with a DC500V Megger
Dielectric Withstand Voltage:
AC 700V 1sec
Allowable Ambient Temperature Range:
-40°C～+40°C (Operating)
-40°C～+60°C (Storage)
(non-condensing environment)




