
Cylindrical Fuel Pump 

Features

• Low-pressure electromagnetic fuel pump for 
inline installation

• Compact design enables high layout flexibility
• Available in DC12V and DC24V specifications

Specifications
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Rated Voltage DC12V, DC24V

Operating Voltage Range DC8～15V, DC18～28V

Max Flow rate 1000（cm3/min）or more

Minimum Operation Voltage 8V or less, 18V or less

Max Operating Current 1.5A or less

Suction Pressure -4kPa or less, -8.45kPa or less（wet）

Operating Temperature
Based on the Oil pour point, JIS K 2204

（Pump itself -30～80℃）

Air Tightness
Apply 98kPa air pressure to fuel path and No air leakage 

allowed

Vibration Durability JIS D 1601 type 1 type B

Liquid
Gasoline for automobiles（JIS K 2202）, or Diesel fuel（
JIS K 2204）

Water resistant durability JIS D0203 S2



Dimensions
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Flow characteristics

Suction/discharge head   0-0

JIS No.2 diesel

Pump mounting direction : right figure

At 13.7kPa

1.4 l/min or 

more
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Discharge pressure 

(kPa)

Minimum Clearance to 
remove cover and filter

Connector

YAZAKI 58-W Series（2P Waterproof Type）

PUMP：7122-1824-40

Mating：7223-1824-40
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