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Specification

08025VE-12P/24P (Potting II)
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IP68 Protected DC Fan with PWM and Tach Output

Motor Type:
DC Brushless Motor

Motor Protection:
Auto Restart
Polarity Protection (Motor withstands reverse
connection for positive and negative leads.)

Insulation Resistance:
10ΜΩ or over with a DC 500V Megger

Dielectric Withstand Voltage:
AC 700V 1sec or 500V 1min

Allowable Ambient Temperature Range:
-10˚C ~ + 60˚C (Operating)
-40˚C ~ + 70˚C (Storage)
non-condensing environment

Mass:
Approx. 120g

Installation:
Fans to be installed with lead wire pointing
downward to avoid water ingress to the motor.

40,000 Hours at 60˚C
*Fan life expectation is based on free
air operation at 60°C, rated voltage,
and indoor benign lab environment

• DC axial fan with outstanding P-Q
performance, IP68 protection, PWM
speed control, and tach output

• Vertically integrated manufacturing, with
key components made in-house

• IP68 with highest level of protection from
water/dust ingress

• Outfitted with NMB precision machined
stainless steel ball bearings for long life

• Ideal for applications such as EV
chargers, PV inverters, telecom cabinets,
small cell 5G network and many other
outdoor applications

• Made in Cambodia upon customer
request

08025VE-12P-CUD-6 12 7.0~13.8 0.57 0.68 6.84 8.16 7,000 2.07 73.1 189.6 0.76 53.0

08025VE-24P-CUD-2 24 14.0~24.6 0.28 0.36 6.72 8.64 7,000 2.07 73.1 189.6 0.76 53.0
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PWM Specification

Connection
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PWM Characteristic Curve

08025VE-12P/24P (Potting II)
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08025VE-12P-CUD-6

08025VE-24P-CUD-2

1. PWM Voltage
Vst[L] = 0V ~ 0.4V : Stop (On Duty 0%)
Vst[H] = 4.0V ~ 5.0V : Full Speed (On Duty 100%)
Vst = Open : Default to Full Speed

2. PWM Frequency
f = 1/T = 25±5 kHz

3. PWM Duty
PWM duty means the proportion of “HIGH state time
(t)” to the period of time (T) in PWM input pulse

( t / T ) × 100% : On Duty 0%～100%

4. Start-up PWM Duty
20% or more at f=25kHz
(At rated voltage, Ta=25℃, Free Air)

5. Notice for PWM
• Run the fan at “Rated Voltage”
• In the case of running with very-low speed by PWM control,

validate the fan operation under the condition with the fan
installed in the target systems/devices, not only free air

• PWM Profile may change significantly depending on fan input
voltage, operating temperature and the target system/device
conditions

Fan Conditions : At Rated Voltage, Free Air and Ta=25℃
PWM input Conditions : Vst [H]=5.0V, Vst [L]=0V. f=25kHz

08025VE-12P-CUD-6 08025VE-24P-CUD-2

IP68 Protected DC Fan with PWM and Tach Output
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Connection

Tach Specification

1. Output Circuit :
2. Specification

Absolute Maximum Ratings at Ta=25℃

3. Output Waveform : Square Wave
• Under the conditions of the locked rotor at the VOH position of tach output, it keeps VOH

until  the locked rotor is lifted. [Case-1]
• Under the conditions of the locked rotor at the VOL position of tach output, it keeps VOL

until  the locked rotor is lifted. [Case-2]
• T = T1 + T2 + T3 + T4 = 60 / n = 1 rotation

n : Fan Speed (min-1)
• Tach Duty Cycle = 50% ± 10%

T (1 Rotation)

VOL

VOH

Time (s)T2 T3 T4T1

Output Signal (V)

T (1 Rotation)

Time (s)T2 T3 T4T1

Rotor Locked

Output Signal (V)Case-2

Case-1 Rotor Locked

VOL

VOH

※ Tachometer (Tach/Tacho) Signal, also called Frequency Generator (FG) Signal,
Speed Signal, Pulse Signal, Rotational Singal, Revolution Signal

Note : Improper connection of Tach lead may cause damage to the motor circuit

08025VE-12P/24P (Potting II)
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08025VE-12P-CUD-6 08025VE-24P-CUD-2

Open Drain

For 08025VE-12P-CUD-6
VDSmax : +15V
IDmax = 5mA [VDS(sat)max=1.5V]

For 08025VE-24P-CUD-2
VDSmax : +15V
IDmax : 5mA [VDS(sat)max=1.5V]

IP68 Protected DC Fan with PWM and Tach Output

※ Reference Guide Design

ID ≤
VDS

R
< 5mA
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X XXXXXXX

MODEL:
V         DC               A

DC BRUSHLESS FAN MOTOR

+:RED,-:BLACK

EP
IP68

MADE IN xxxxxxxx

Factory Code
(*See Table)

Product Country
(*See Table)

Lot Code

Name Plate

Product
Country

Factory
Code

CHINA7
JAPANC
CAMBODIAU

Outlines

Materials
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IP68 Protected DC Fan with PWM and Tach Output

12 0.68

6

08025VE-12P-CUD
24 0.36

2

08025VE-24P-CUD

08025VE-12P-CUD-6 08025VE-24P-CUD-6 • Casing : Plastic (Black UL 94V-0)

• Impeller : Plastic (Black UL 94V-0)

• Bearing : Stainless Steel Ball Bearing

• Lead Wire :
UL3443 AWG24 or UL10368 AWG24 or
equivalent

• Red (+)
• Black (-)
• White (Tach)
• Brown (PWM)

Safety Marks
CE, VDE(File No.1507300),

cULus(File No.E89936), UKCA

*UKCA : Only for 06025DA-XXX-XXXX


