
Product Data Sheet

LAM-SE-10-733

Series Woods 10mm Laminate Flooring Golden Oak 

Scan the QR code for fast
access to this floor online

Series Woods 10mm Laminate Flooring Golden Oak offers a perfect blend of durability and timeless design. Featuring a warm 
golden oak finish, this flooring brings natural elegance and charm to any interior.

The classic plank design adds a touch of sophistication, making it a stylish choice for both traditional and contemporary spaces.

With its 10mm thickness, it provides a robust and comfortable surface underfoot, ideal for high-traffic areas or cozy living spaces. 
This laminate flooring is designed to effortlessly enhance your home with beauty and practicality.

Product Details

Warranty

Code:

Residential:

LAM-SE-10-733

30 Years

48hrs Moisture ResistantWater rating:

Profile: Click System R10Slip resistance:

Construction: Standard HDF Class CfL – S1Fire resistance:

Thickness: 10mm

Brand:

Commercial:

Series Woods

5 Years

Class 23/32Technical Class:

Edge profile: V-Groove

Length: 1288mm

Coverage per pack: 1.76m2

Surface: EIR E1Formaldehyde emission:

Width: 195mm

R23 / ≤ 0.1 (m²K)/WThermal resistance/conductivity:

AC rating: AC5 - Commercial
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EN 13329 / no change in 
appearance

Effects of furniture leg:

EN 13329 / Group 1&2:5  
and Group 3:4

Resistance to staining:

AC5Wear resistance:

Effects of castor chair: EN 13329 / no change in 
appearance
EN 13329 / Blue Wool Scale 
>6;Grey Scale>4Light Fastness:

A+VOC Emissions:

Various tolerances measured 
against EN13333

Tolerance:


