
Product Data Sheet

LAM-AL-10-717

Aqualock 10mm Laminate Flooring Almond Oak

Scan the QR code for fast
access to this floor online

With a textured surface, classic oak look and a wealth of lively grain markings, this characterful floor is brimming with vintage charm 
and will feel as if it’s been part of your home for years. Aqualock 10mm Laminate Flooring Almond Oak looks and feels just like a 
hardwood floor but is more than a match for the rigours of hectic family life. 

Its classic size planks (195mm x 1288mm) work amazingly in most rooms, making them feel bigger and longer. Crafted in the UK 
with a textured surface which follows the grain pattern for an authentic wood look and feel, this floor ensures durability and style. 

The new water tight click system, offers up to 48 hours of water resistance, perfect for DIY-ers.    
 
Its tough, hardwearing finish means this floor is perfect for high traffic areas, with an AC4 wear rating and a 30 year warranty this 
floor is made to last. 

Regular vacuuming and the occasional damp mop will have this floor looking as good as new for years to come. 

Product Details

Warranty
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Code:

Residential:

LAM-AL-10-717

30 years

Construction: Standard HDF

Thickness: 10mm

Brand:

Commercial:

Aqualock

5 Years

Edge profile: V-Groove

Length: 1288mm

Coverage per pack: 1.76m2

Width: 195mm

Installation

Floated underlay: Yes

Water Resistant (Up to 48 Hours)Water rating:

Class DSSlip resistance:

Class Cfl-s1Fire resistance:

Over underfloor heating: Yes, Water Systems up to 27 °C

Class 23 / Class 32Technical Class:

Class E1Formaldehyde emission:

R23 / ≤ 0.1 (m²K)/WThermal resistance/conductivity:

Technical

EN 13329 / No EffectsEffects of furniture leg:

Profile: Click System

AC rating: AC4

Surface: Embossed In Register

EN 13329 / No EffectsEffects of castor chair:

EN 20105-B02 /  
Blue Wool Scale >6;Grey Scale>4Light Fastness:

A+VOC Emissions:

Various Tolerances MeasuredTolerance:

EN 13329 / Group 1&2:5  
and Group 3:4 Resistance to staining:

AC4Wear resistance:


