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Aqualock 10mm Laminate Flooring Tawny Oak

Beautiful, durable, and blissfully easy to look after, Aqualock 10mm Laminate Flooring Tawny Oak will bring a timeless elegance to 
both period and modern properties. 

With a grain pattern alive with rustic details and a gorgeous golden hue, this versatile laminate floor has a textured surface for an 
authentic oak look and feel. The water tight click system provides 48 hours water resistance making it DIY friendly.

An AC4 Heavy Domestic rating and a 30-year warranty and is suitable for all rooms in the home including areas of heavy traffic. To 
keep your floor looking its best, vacuum regularly and clean with a damp mop.

Product Details

Warranty

Installation

Code:

Residential:

Floated on underlay:

LAM-SE-10-030

30 years

Yes

Water Resistant (Up to 48 Hours)Water rating:

Profile: Click System DSSlip resistance:

Construction: Standard HDF Class Cf1-s1Fire resistance:

Thickness: 10mm EN 438.2.15 / Group 1, 2:5 and 
Group 3:7

Resistance to staining:

Brand:

Commercial:

Over underfloor heating:

Aqualock

5 years

Yes, up to a max of 27 degrees

23/32Technical Class:

Edge profile: V-Groove R23 / ≤ 0.1 (m_K)/WThermal resistance/conductivity:

Length: 1288mm EN 13329

A+

Effects of furniture leg:

VOC emissions:

Coverage per pack: 1.76m2 EN 13329

EN 13329 / <18%

Effects of castor chair:

Thickness swelling:

Surface: EIR E1Formaldehyde emission:

Width: 195mm EN 13329Wear resistance:

AC rating: AC4 - Heavy Domestic EN 20105-B02

EN 13329

Light fastness:

Tolerance:
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