
Product Data Sheet

ENG-GAL-106

Galleria Professional Engineered European Rustic Oak Flooring 20mm x 240mm 
Deep Forest Brown Lacquered

A rich and invitingly dark tone gives this floor a dramatic edge, making Galleria Professional Engineered European Rustic Oak 
Flooring 20mm x 240mm Deep Forest Brown Lacquered perfect for adding a luxurious vintage feel in any setting.

With statement making potential, this floor is made from quality European oak in a rustic grade and features multiple knots, 
sapwood, mineral streaks and colour variation for maximum visual interest. This style is brushed, hand-scraped and with saw cut 
marks to create a more characterful floor, protected by tough UV lacquer with minimal sheen for a classic wood look. The extra-wide, 
long-length boards measure 240mm x 1900mm, and so are best in spacious interiors where they balance the proportions of longer 
rooms.  

A high-quality multi-layer construction and a premium 6mm real wood wear layer give this floor incredible stability, bringing the 
look and feel of a real wood floor with superior strength and less movement. Assured and undeniably characterful, with occasional 
vacuuming and damp mopping this floor should look stunning for decades. With a versatile and traditional tongue and groove joint, 
professional fitting is recommended.

Code: ENG-GAL-106

Brand: Galleria Professional

Construction: Engineered Multi-Ply

Species: Oak

Grade: Rustic

Design: Plank

Surface: Brushed

Finish: UV Lacquer

Profile: Tongue & Groove

Edge profile: Bevelled on 4 sides

Top layer: 6mm

Core: Softwood

Thickness: 20mm

Width: 240mm

Length: 1900mm

Coverage per pack: 2.28m2

Scan the QR code for fast 
access to this floor online

Residential: N/A

Commercial: N/A

Product Details Installation

Technical

Warranty

Fully-bonded: Yes

Nailed: Yes

Floated on underlay: Yes

Over underfloor heating: Yes, Water Systems up to 27 °C

NB: Please ask for full warranty terms and conditions

Max side of sound knots: Acceptable without limit

Max size of broken knots: 50mm diameter

Sapwood: Acceptable up to 30% of the board

Filler & colour variation: Allowed

Small cracks: Acceptable up to 3mm wide & 150mm long

Inner bark: Allowed

Origin of timber: Europe

Responsible certification: N/A

Janka hardness rating: 1360
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