
Product Data Sheet 

VIN-CLIC-TL-351

Spectra Luxury Rigid Core Click Vinyl Flooring Oyster White Tile

Pearly white tones give Spectra Luxury Rigid Core Click Vinyl Flooring Oyster White Tile an ultra-modern vibe that makes it a 
fantastic choice for a modern minimalist or industrial interior schemes.

With the streamlined, clean appearance of polished concrete, this hardwearing LVT floor features a softly mottled décor layer and 
a textured surface that adds realism to the stone-tile look. This beautiful floor is made with Rigid Core Vinyl, also known as Stone 
Plastic Composite (SPC) is 100% waterproof, so it can be installed in all rooms throughout the house, including conservatories 
(being able to withstand surface temperatures up to 60oC), bathrooms, kitchens, and anywhere with underfloor heating systems 
up to 27oC.  The fixed-size large (305mm x 610mm) bevel-edged tiles are hugely versatile and work well in any size of room. 

Boasting a 25-year warranty, Spectra Luxury Rigid Core Click Vinyl Flooring Oyster White Tile will more than earn its keep in a 
busy family home. It’s superbly tough, compatible with underflooring heating, and easy to clean and maintain – just vacuum 
regularly and wipe off any marks with a damp mop or cloth. Complete with an easy-to-fit rigid click system, and with a 1mm thick 
underlay attached to the boards, laying this floor could not be simpler.

Code: VIN-CLIC-TL-351

Brand: Spectra

Construction: Rigid Core (SPC)

Surface: Textured

Profile: Click System

Edge profile: Micro Bevel 

Wear layer: 0.3mm

Thickness: 5.5mm

Width: 305mm

Length: 610mm

Coverage per pack: 1.86m2

AC rating: Moderate Commercial

Residential: 25 years

Commercial: 15 years light commercial 

Product Details Installation

Technical

Warranty

Floated on underlay: Yes

Over underfloor heating: Yes, Water Systems up to 27 °C

Water rating: Waterproof

Technical Class: 32

Fire resistance: Bfl-S1

Formaldehyde emission: TVOC 44.1 ug (ISO)

Slip resistance: R10

Thermal resistance/conductivity:

Wear resistance: Class 32

Scan the QR code for fast 
access to this floor online

Disclaimer: To ensure your warranty is valid you 
must use the specified Acoustic Vinyl Underlay (ACC-UN-LC-03) as 
recommended with your Spectra Vinyl Flooring.
As LVT has a maximum recommended surface temperature of 27⁰C, it's 
important to ensure this is not exceeded.
NB: Please ask for full warranty terms and conditions
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