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VIN-CLIC-PL-885

Spectra Luxury Acoustic Rigid Core Click Vinyl Flooring Roasted Peanut Oak Plank

Scan the QR code for fast
access to this floor online

Spectra Luxury Acoustic Rigid Core Click Vinyl Flooring Roasted Peanut Oak Plank offers the natural, timeless appearance of real 
wood with the simple install and easy care nature of vinyl.

Its realistic yet hardwearing surface makes this floor perfect for any room in the home including bathrooms, utility rooms and 
conservatories.  

The classic plank size makes this floor ideal for rooms of any size, enhancing the space in small and medium rooms.  

This floor is fabulous to look at and incredibly easy to care for and install, featuring a DIY friendly click system on an 5mm thick 
board. With a 1mm integrated underlay, which has 21dB reduction of noise, soundproofing has never been easier. This floor is ideal 
for busy homes and easy to clean, with regular vacuuming and an occasional damp mop.
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Code:

Residential:

VIN-CLIC-PL-885

20 years

Construction: Rigid Core

Thickness: 5mm + 1mm Integrated Underlay

Brand:

Commercial:

Spectra

10 Years

Edge profile: Bevelled Edges

Length: 1494mm

Coverage per pack: 1.87m2

Width: 209mm

Installation

Attached underlay: Yes

WaterproofWater rating:

Class DSSlip resistance:

Class Bfl-s1Fire resistance:

Over underfloor heating: Yes

23 - 33Technical Class:

Class E1Formaldehyde emission:

EN 12667Thermal resistance:

Technical

EN 660-2Wear resistance:

Profile: Click System

AC rating: AC4

Surface: Embossed

Wear Layer: 0.55mm


