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VIN-AU-TL-881

Audacity Rigid Core Pre-Grout Click Vinyl Flooring Stone Grey Tile

Scan the QR code for fast
access to this floor online

The ultimate in modern elegance, grey stone flooring will never go out of style. Audacity Rigid Core Pre-Grout Click Vinyl Flooring 
Stone Grey Tile is a versatile choice for a huge range of colour schemes.  

These tiles come with a pre-grouted bevel that perfectly mimics realistic looking grout lines, all without the hassle or mess of 
actually having to grout them. 

This waterproof floor, suitable for underfloor heating systems up to 27˚C can be used in any room, including conservatories making 
it the perfect fit for any room.

The large (810mm x 405mm) tiles and DIY-friendly click system  and a 1mm integrated underlay means its even faster and easier 
to fit. There’s no compromising quality for ease with this floor either, an occasional damp mop and an AC5 durability its perfect for 
busy homes.
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Code:

Residential:

VIN-AU-TL-881

Lifetime

Wear layer: 0.5mm

Construction: Rigid Core (SPC)

Thickness: 5.5mm + 1mm Integrated Underlay

Brand:

Commercial:

Audacity

15 Years

Edge profile: Pre-Grouted Bevel

Length: 810mm

Coverage per pack: 1.97m2

Width: 405mm

Installation

Attached underlay: Yes

WaterproofWater rating:

Class DSSlip resistance:

Class Bfl-S1Fire resistance:

Over underfloor heating: Yes

31 ModerateTechnical Class:

Class E1Formaldehyde emission:

EN 12667: 0.124 W/m.kThermal resistance:

Technical

EN 13329: CompliantWear resistance:

Profile: Click System

AC rating: AC5


