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VIN-CLIC-PL-531

Spectra Luxury Rigid Core Click Vinyl Flooring Smokey Taupe Oak Plank

A stunning wood-look floor with contemporary oak tones and a fresh, modern vibe, Spectra Luxury Rigid Core Click Vinyl Flooring
Smokey Taupe Oak Plank will set off a contemporary or minimalist scheme to perfection. While its low-key grain and minimal
colour variation give this hardwearing SPC floor a clean and elegant look, it punches well above its weight when it comes to
performance.

This floor is suitable for use in demanding spaces such as hallways, kitchens and bathrooms as well as living areas and bedrooms,
and comes in classic-size planks (183mm x 1220mm) that are ideal for creating a feeling of spaciousness in small and medium
length rooms. An authentic textured surface gives added realism to the oak look as well as a safe, stable feel underfoot.

Being 100% waterproof means you can add a real wood look to any room, including bathrooms and kitchens. Our range of rigid
core vinyl (also known as Stone Plastic Composite or SPC for short) is even suitable for use in conservatories and with underfloor
heating systems up to 27°C.

Product Details Installation
Code: VIN-CLIC-PL-53] Floated on underlay: Yes
Brand: Spectra Over underfloor heating: Electric & Water Systems
up to 27 °C
Construction: Rigid Core (SPC)
Surface: Embossed Technical
Profile: Click System (ViLOX)
Water rating: Waterproof
Edge profile: ;
Micro Bevel Technical Class: Class 21
Wear layer:
Y 03mm Furniture Leg: EN ISO 16581
Thick : 4.0
lckness mm Resistance to Staining: EN ISO 26987
Width: 183mm Fire resistance: Class Bfl S1
Length: 1220mm Light Fastness: EN SO 105-B02
Coverage per pack: 223m? Slip resistance: Ds
AC rating: Moderate Domestic Thermal resistance: EN 12664
Wear resistance: EN ISO 10874
Warranty
UK Flooring Direct
Residential: 10 Years Unit H4 Pilgrims Walk, Prologis Park, Coventry, CV6 4QG
Tel: 02476 012 840
Commercial: 2 Years

Disclaimer: To ensure your warranty is valid you

info@ukflooringdirect.co.uk

ukflooringdirect.co.uk

must use the specified Acoustic Vinyl Underlay (ACC-UN-LC-03) as
recommended with your Spectra Vinyl Flooring.

As LVT has a maximum recommended surface temperature of 27°C, it's
important to ensure this is not exceeded.

NB: Please ask for full warranty terms and conditions
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