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Home Choice Herringbone Engineered Rustic Oak Flooring 14mm x 130mm Marsala 
Brushed & Lacquered

Scan the QR code for fast
access to this floor online

If you’re after the timeless charm and character that herringbone flooring brings into your home, as well as a relaxing and striking 
darker tone, then look no further than our Home Choice Herringbone Engineered Rustic Oak Marsala flooring. With stunning 
chocolate colour throughout, these boards will add a cosy atmosphere to any room and create a space you can sit back and relax in. 
An easier way to bring herringbone flooring into your home, these boards include a simple click installation system, allowing for a 
faster installation.

Made from the finest oak in a rustic grade, Home Choice Herringbone Engineered Rustic Oak Flooring 14mm x 130mm Marsala 
Brushed & Lacquered celebrates the organic beauty of real wood with swirling grain patterns, multiple knots and colour variation. 
The 725mm long micro-bevelled planks have been gently brushed to enhance their texture and finished with a low-sheen UV 
lacquer that offers excellent durability and resistance to stains and scuffs.

Delivering a classic, ageless look wherever it’s laid, this fabulous floor has a three-layer construction for great stability and a standard 
2.5mm real wood wear layer for an enhanced lifespan. Vacuuming and occasional light mopping should ensure it looks fantastic for 
years to come.
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Yes

Acceptable without limit

Fully bonded:

Max side of sound knots:

Yes

Acceptable without limit

Allowed

5

Floated on underlay:

Sapwood:

Inner bark:

Layers of lacquer/oil

85mm diameter

Acceptable up to 8mm wide & 
600mm long

Max size of broken knots:

Small cracks:

Yes, Electric & Water Systems up 
to 27 °C

Allowed

Europe

Over underfloor heating:

Filler & colour variation:

Origin of timber:

Installation

Technical

Product Details

Warranty

Code:

Residential:

ENG-HCB-14-008

20 years

Profile: Click

Construction: Engineered 3-Ply

Thickness: 14mm

Brand:

Commercial:

Home Choice

5 years

Edge profile: Bevelled on 4 sides

Length: 725mm

Coverage per pack: 0.65m2

Surface: Brushed

Width: 130mm


