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VIN-CLIC-PL-523

Spectra Luxury Rigid Core Click Vinyl Flooring Amber Nut Plank

Scan the QR code for fast
access to this floor online

Spectra Luxury Rigid Core Click Vinyl Flooring Amber Nut Plank offers the natural, timeless appearance of real wood with the easy 
install, easy care nature of vinyl. With each plank measuring 1220mm x 183mm they will fit seamlessly in any room. A rigid limestone 
core means you don’t have to compromise on quality for a durable, hard wearing floor, which is suitable for moderate amounts of 
traffic in your home.

Being 100% waterproof means you can add a real wood look to rooms often out of bounds to a natural floor, such as bathrooms 
and kitchens. Our range of rigid core vinyl (also known as Stone Plastic Composite or SPC for short) is even suitable for use in 
conservatories and with underfloor heating systems up to 27°C.

Product Details

Warranty

Installation
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Code:

Residential:

Floated on underlay:

VIN-CLIC-PL-523

10 Years

Yes

WaterproofWater rating:

Profile: Click System R10Slip resistance:

Construction: Rigid Core (SPC) B1Fire resistance:

Thickness: 4mm

Brand:

Commercial:

Over underfloor heating:

Spectra

2 Years

Electric & Water Systems up 
to 27 °C

21Technical Class:

Edge profile: Micro Bevel

Length: 1220mm

Coverage per pack: 2.23m2

Surface: Embossed E1Formaldehyde emission:

Width: 183mm

EN 13845 Annex D (20,000 cycles)Wear resistance:

AC rating: Moderate Domestic use

Technical

Wear Layer: 0.2mm


