
Product Data Sheet

LAM-TL-8-725

Aqualock 8mm Laminate Tile Midnight Black

Scan the QR code for fast
access to this floor online

Our beautiful Aqualock 8mm Laminate Tile Midnight Black is a striking addition to any room.  

Its embossed in register texture gives it a realistic sophisticated effect, while the v-groove bevelled edges on each board add depth 
and character to the finished floor.  

With an AC5 Commercial rating, and a 30 year residential warranty, you can feel confident installing this durable floor in any space. 
The simple click system and generously sized tiles make this floor straightforward to fit - even for first time DIYers.    
 
Designed for resilience and easy upkeep, this floor offers 100 hours of moisture resistance, allowing you to mop away any spills with 
ease.  

Product Details

Warranty
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Code:

Residential:

LAM-TL-8-725

30 years

Construction: Standard HDF

Thickness: 8mm

Brand:

Commercial:

Aqualock

5 Years

Edge profile: V-Groove

Length: 638mm

Coverage per pack: 2.32m2

Width: 330mm

100 hrs moisture resistantWater rating:

Class R9Slip resistance:

Class Cfl-s1Fire resistance:

Class 23 / Class 33Technical Class:

Class E1Formaldehyde emission:

R23 / ≤ 0.1 (m²K)/WThermal resistance/conductivity:

Technical

EN 13329 / no change in  
appearance

Effects of furniture leg:

Profile: Click System

AC rating: AC5

Surface: EIR

Effects of castor chair:

EN 13329 / Blue Wool Scale 
>6;Grey Scale>4

Light Fastness:

A+VOC Emissions:

Various tolerances measured 
against EN13333

Tolerance:

EN 13329 / Group 1&2:5 and  
Group 3:4Resistance to staining:

AC5Wear resistance:

EN 13329 / no change in  
appearance


