Central Brass INSTALLATION

COMPANY, Inc

Tools:
Central Brass Company, Inc. / @
3325 S. Garfield Ave. :
Commerce, CA 90040 Adjustable Wrench ~ Teflon Tape  Rags

(800) 321-8630
www.centralbrass.com

Model Number: 0575, 0576, 0577 Series

Warnings and Notes:

Check with local plumbing code requirements before installation.
This product should be installed by a local listed plumber.

Do not use plumbers putty on threads.

Installation Steps:
Lawn Faucet

(1) The 1/2” pipe thread nipple must be kept at a
minimum length of 1/2” from the finished wall.

1/2" From Finished Wall

Finished %

(2) Apply Teflon tape at the threaded end of pipe
nipple. Thread and tighten the faucet onto the pipe
nipple with the help of wrench.




Exploded Drawing (0575/0576):

ITEM #

DESCRIPTION

Wheel Handle Chrome Plated (2/pk)

Al | XG-1867-ALCP (For 0575 Series)

A2 | 7255-M Loose Key (For 0576 Series)

B | X977 Packing (10/pk)

C | X3 Brass Washer (6/pk)

D |SU-1839-P Stem Assembly

D |SU-1839-PRC | Stem Assembly (For "CP"/"RC" Series)
1 | X126-S Truss Head Screw (6/pk)

2 | X913-N Acrylonitrile Seat Washer (10/pk)

3 [ X105 Round Head Seat Washer Screw (25/pk)




Exploded Drawing (0577):

ITEM # DESCRIPTION
A1 | 7255-M Loose Key
A2 | CS-49043 Wheel Handle Chrome Plated
A3 | CS-49044 Acrylic Handle
B | X977 Packing (10/pk)
C | X3 Brass Washer (6/pk)
D |SU-1839-P Stem Assembly
D | SU-1839-PRC | Stem Assembly (For "CP" / "RC" Series)
E | CS-49045 Vacuum Breaker
1 | X126-S Truss Head Screw (6/pk)
2 | X107-F Handle Screw (25/pk)
2 | X913-N Acrylonitrile Seat Washer (10/pk)
3 [ X105 Round Head Seat Washer Screw (25/pk)
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Central Brass

COMPANY, Inc

For more care information or trouble shooting inquiries
about your Central Brass product, please call:
Central Brass Company, Inc. (800) 321-8630

Monday-Friday 8 AM to 8 PM EST (5 AM to 5 PM PST)

www.centralbrass.com
Jun. 24. 25





