Central Brass INSTALLATION

COMPANY, Inc

Tools:
Central Brass Company, Inc. /
3325 S. Garfield Ave. 8
Commerce, CA 90040
(800) 321-8630 Adjustable Wrench  Flat Head Screwdriver Teflon Tape  Rags

www.centralbrass.com

Model Number: 0338 Series

Warnings and Notes:

Check with local plumbing code requirements before installation.
This product should be installed by a local listed plumber.

Do not use plumbers putty on threads.

Installation Steps: D
Urinal Valve
(1) Installation Steps for Stand Pipe: (5) To clean the filter, first turn off the integral
* Place the Stand Pipe Flange over the stop valve. Next, use a flat head screwdriver
Top Spud. to turn the filter counter-clockwise and remove
« Insert the Rubber Washer and Steel it. Once the debris is cleaned,
Washer into the Stand Pipe Nut. re-install the filter.
» Guide the Stand Pipe through the Nut
and into the Top Spud.
+ Use Teflon tape when installing the Stand
o ‘ Pipe onto the Urinal Valve.
Caution: Avoid fully tightening the Stand
Pipe Nut onto the Top Spud to allow for
@ necessary future adjustments.
)

i (2) Wrap the threads on the Stop Valve

| with Teflon Tape. Then, insert the Shower
F‘“’ﬂ Arm Flange onto the threaded end of the
Stop Valve.

(6) To install or replace the batteries:

» Remove the hole cover.

 Using a small Phillips head screwdriver,
remove the screw.

« Lift off the cap.

* Install or replace the 4 AAA Lithium or
Alkaline batteries.

* Replace the cap.

« Align the screw and tighten it by turning it
clockwise with the small Phillips head
screwdriver.

(3) Secure the Sensor to the wall supply.
Secure the Stand Pipe to the Sensor.

(7) Post-Installation Checks and Operation:
* Leak Check: Verify that there are no leaks.
+ Sensor Functionality:
> Ensure the sensor is operational within a
range of up to 12".
> Note: There is no timing adjustment for
this urinal valve.
> The valve is designed to run water for
three seconds upon the initial sensing
and for 10 seconds following continued
sensing.
* Troubleshooting Low Flow: If you
experience low flow, clean the filter as
detailed in step 5.

(4) Fully open the integral stop valve to
activate the inlet water supply for the Urinal
flush valve.




Exploded Drawing:

ITEM # DESCRIPTION
A | CS-43020 Sensor Battery Cover Screw
Cap
B | CS-43021 Sensor Battery Cover Screw
C | CS-43017 | Inlet Stop Assembly
D |CS-43018 | Sensor Mesh Filter
E |CS-43019 | Sensor Filter Cap
F | X1035-SS | Shower Arm Flange
G1 [ 0342-1/2 Stand Pipe (For 0338-1/2)
Stand Pipe
G2 | 0342-1/2VB (For 0338-VB1/2)
H | G-29-A Flush Valve Group
1 PF-5075-YP | Nut for Stand Pipe
2 | X1043-T Steel Washer (6/pk)
3 | X936-A Rubber Washer (6/pk)
4 | PF-241-X1 | Flange for Stand Pipe
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Central Brass
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For more care information or trouble shooting inquiries
about your Central Brass product, please call:
Central Brass Company, Inc. (800) 321-8630

Monday-Friday 8 AM to 8 PM EST (5 AM to 5 PM PST)

www.centralbrass.com
May. 13.26



