INSTALLATION

O PIA Tools:
OLYMPIA FAUCETS, INC. /

3325 S. Garfield Ave. . _
Commerce, CA 90040 Phillips screwdriver

(888) 772-7701
www.olympiafaucets.com

Model Number: OP-540009

Warnings and Notes:

Check with local plumbing code requirements before installation.
This product should be installed by a local listed plumber.

Do not use plumbers putty on threads.

Installation Steps:
Stainless Steel Front Mount Valve Bracket

(1) Please ensure the precise placement
of the two vertical support bars (X2) as
depicted in the provided image. Caution
is advised to prevent the occurrence of
any damage, such as the stripping of
screws securing the support bars.

(4) Position the bracket assembly onto
the wood studs. Validate that the bracket
assembly is level. Utilize four standard

“| wood screws (not included) to secure

the bracket assembly by driving them
into the wood studs.

(2) Kindly disengage the pre-installed
mudguard screws from the valve.

(5) Carefully secure any surplus bracket
by tightly bending it around the wood
stud. Employ four standard wood screws
(not included) to fasten the bracket in
place by driving them into the side of the
wood studs.

(3) Position the Front Mount Valve
Bracket onto the mudguard of the valve.
Verify that the valve body is level on

A the bracket. Fasten the bracket in place
using the designated mudguard screws.
NOTE: Ensure that the screws are
applied diagonally as indicated.
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For more care information or trouble shooting inquiries

about your Olympia product, Please call:

OLYMPIA FAUCETS, INC. (888) 772-7701
Monday-Friday 8 AM to 8 PM EST (5 AM to 5 PM PST)

www.olympiafaucets.com
Dec.12.23



