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(800) 338-9468
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INSTALLATION

Tools:

Model Number: 4MT900T, 4MT910T

Warnings and Notes:

Check with local plumbing code requirements before installation.
This product should be installed by a local listed plumber.
Do not use plumbers putty on threads.

Installation Steps:
FreeStanding Tub Filler

D

(1) Please refer to the above drawing carefully,
ensuring correct rough in valve installation to
establish the trim handle and handheld shower
will be in the desired position according to the
planned bathtub installation.

(3) Carefully align the two inlet copper tubes
into the two outlet holes of rough-in valve then
tighten the four bolts to secure the faucet body
to the rough-in valve by using a 3/16" Allen
wrench.

(4) To install the spout, first apply plumber’s
grease to the O-ring on the shank, if necessary,
to prevent damage. Carefully insert the spout,
ensuring it rests properly on the finished surface.
To secure the spout: Use the supplied 3/32"
Allen wrench to tighten the Allen screw on the
spout. For Swivel Spout Function: Do not fully
tighten the Allen screw. For Rigid Spout
Function: Align the spout gasket as shown and
fully tighten the Allen screw.

(2) Slide flange through the faucet body from the (5) Turn on both sides of the inlet stop assembly
bottom of the faucet. Tighten the four screws to on the rough-in valve and turn on the handle to

secure mounting bracket to the bottom of the
faucet body by using a 3/32" Allen wrench.

flush the system and check for any leaks. Use
silicone to caulk around the flange after
checking for leaks.

A\
Top Left Temperature
adjusting Ring.

/ Bottom Right Temperature
adjusting Ring.

* Remove Handle, you will see cartridge with
two metal temperature adjusting rings.

* Using a thin shim. carefully remove O-ring,
Damage O-ring will not function as intended.

* Remove Top left Temperature adjusting ring.

* Remove Bottom Right Temperature adjusting
ring.

* Turn Bottom right temperature adjusting ring
counterclockwise to reduce the temperature.
Further it is turned more it will restrict the handle
movement to restrict the temperature.

* Turn the Cartridge using handle to confirm
desired temperature have been achieved.

* Put Top left temperature adjusting ring
clockwise to reduce the temperature further it is
turned more it will restrict the handle movement
to restrict the temperature.

* This adjustment may vary depending on the
temperature of the water supplied by the water
heater, as well as the user’s preference. It could
take a few adjustments until a satisfactory
temperature is reached. Both temperature rings
also can be removed completely, this will not
affect the function of the valve.

* Place O-ring to secure the adjusting rings.

* Re-Install the handle.

Caution: - This product may cause personal
injury due to scalding if the temperature

is set too high. It is recommended that the
temperature is set below 120F(49C).



Exploded Drawing:

* Note: Please specify finish/color when ordering.

ITEM #

DESCRIPTION

A1

X-2400022*

Gooseneck Spout

A2

X-2400023*

90 Degree Spout

X-4200190

Spout Repair Kit

X-3400008

Ceramic Cartridge & Spool

X-4400080

Retainer Nut

X-4200001*

Retainer Cap

X-1400045*

Lever Handle

X-4400117*

Flange

X-5400011

Mounting Bracket With Screws

OP-460027*

60" SST Hose

X-4900112*

1.75 GPM Handheld Showerhead
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X-4900024

3/32" Allen Wrench

X-4400130

O-rings

X-4400102

Flow Streamer

X-4400024

3/32" Allen Screw

X-4900044*

Hole Cover

X-4900080

3/32" Allen Screw

X-4400018

1/8" Allen Screw

X-4400118

Bolts

X-4400119

Screws

X-4400120

15 mm Check Valve

OP-460025

Washers
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X-4400121

14 mm Check Valve
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X-4400129

Aerator/ Flow Streamer Tool

PS238

For more care information or trouble shooting inquiries
about your Pioneer product, please call:

Pioneer Industries, Inc. (800) 338-9468
Monday-Friday 8 AM to 8 PM EST (5 AM to 5 PM PST)

www.pioneerind.com
Oct. 13. 25



