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 Double sided slimlight light display with high  
quality LED technology, providing a superb 
lighting with CNC laser engraved light panels. 
8 -10  years of life at approx. 12 hours daily 
consumption. Environment friendly - consumes 
approx. 80 % less the energy of fluorescent 
tubes. Alu frame with 25 mm profile and rounded 
corners. Supplied incl. 230-24 V transformer and 
2 x 3 metres wire for hanging. Available in verti-
cal or horizontal version. For indoor use.

 Doppelseitiger Slimlight Leuchtdisplay 
mit hochtechnologische LED-Beleuchtung 
und CNC-Lasergravierten Leuchtleisten. Eine 
Lebensdauer von  8 -10 Jahre, bei einem täglichen 
Verbrauch von ca. 12 Stunden. Umweltfreund-
lich - verbraucht ca. 80 % weniger Energie als 
Leuchtstoff-rohren. Alu-rahmen mit 25 mm Profil 
und abgerundeten Ecken. Einschliesslich 230-24 
V Transformator und 2 x 3 M Drahtseil für mon-
tage. Verschiedene ausgaben für vertikaler oder 
horizontaler Aufhängung. Für den Innenbereich.

 Dobbeltsidet slimlight lysdisplay med højkva-
litets LED teknologi, der giver super belysning. 
CNC lasergraverede lyspaneler sikrer en levetid 
på  8 -10 år, ved et dagligt forbrug på ca.12 timer.  
Miljøvenlig og billig i drift - bruger ca. 80 % 
mindre energi end lysstofrør. Aluramme med 25 
mm profil og afrundede hjørner. Inkl. 230 - 24 V 
omformer og 2 x 3 meter metalwire til ophæng. 
Bestil til vertikal eller horisontal ophængning. 
Kun til indendørs brug.

Depth: 30 mm

Please ask for  
special edition  

by 50 pcs.

Quality LED light panels

LED Slim Light Lux, double sided

Print material:
We recommend 
Backlit Solvent

	 Model	 Art.	 Poster size	 Visible part	 Color	 LED	 Total W x H	 Package size & weight		 Pallet size and quantity
	 504	 4155	 70 x 100 cm	 67 x 97 cm	 Alu	 45,6 W	 72 x 102 x 3 cm	 79,5 x 116 x 7 cm	 17 kg	 80 x 120 x 220 cm	 30 pcs.

Transformer with 
1,5 metres cable incl.

230 - 24V  
- 1,5 metres cable

25 mm profile

25 mm profile


