ROLL-UP STANDS - PAGE 16 Mini RoII-up, Single sided

Bannermaterial

We recommend 200-250 g polyester Print and assembly Print and assembly
versionl version 2

The tape will be visible at the bottom 1 cm of the print + the mounting tape
in the bottom will not be visible

MINI ROLL-UP
MODEL 340 SINGLE SIDED

2lcm

2lcm

Mg A3

Silver anodized aluminium

Tape on top profile and bottom rof A4

Banner/print notincl,

A4 £ +1cm g
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R length R
|
29.7¢cm 29,7 cm

%

%I~ Single sided roll-up produced in a lightweight

silver anodized aluminum construction for A4 or

A3 posters. Tape on top profile and bottom paper

roll makes mounting easy. New tape must be

mounted when changing the poster. Delivered

without poster. A3

E.msemger Rc‘>II.-up aus Iemhtemfllber- A3 £ + 1 cm E

eloxiertem Aluminium hergestellt fiir A4 oder o o

A3 Plakate. Das Klebeband an der Klemm- Iength

leiste sowie an der Rolle, ermdglicht ein leichtes

Montage des Posters. Bei einem Austausch vom

Poster muss neues Klebeband montiert werden.

Wird ohne Poster geliefert.
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w» Enkeltsidet roll-up - let konstruktion i sglv-

eloxeret aluminium til A4 eller A3 plakater.

Tape pa topprofil samt bundrulle ger det let at
montere plakaten. Ved udskiftning af plakat,
skal der monteres ny tape. Leveres uden print.

POSTERSIZE A4 AND A3

G
Model Article Banner size Visible Banner Colour Total WxH Package size and weight Pallet size and quantity
340 4584 A421x29,7/30,7 cm 21x29,7cm Alu/silver 24,5x34cm 4,5x26x4,5cm 0,4kg 80x120x220cm 800 pcs.
340 4583 A329,7x42/43cm 29,7x42cm Alu/silver 33x43,5cm 4,5x35x4,5cm 0,5kg 80x120x220cm 400 pcs.




