
Guideline:
✓✓ �	This is intended as a guide.
✓✓ The specifications of the brake and axle manufacturers regarding the service intervals must always be observed. 
✓✓ �	The legally prescribed inspections are to be observed.
✓✓ �	The discs, brake pads and carrier should be checked according to the specification of the axle or vehicle manufacturer.
✓✓ �	Observe relevant safety instructions for service work and repair work on commercial vehicles, especially for jacking up and securing the vehicle. 
✓✓ �	The following illustrations may differ depending on the brake manufacturer

OK Not OK / Change brake caliper

To check the brake caliper, the wheels must be disassembled.

Remove the brake chamber and the brake pads.

Check adjuster function and 
gap (between pad and  
tappets). According to the 
instructions of the respective 
brake manufacturer.

Check if the lever and inside the 
housing is free from rust / dirt.
The sealing surface and the  
flange surface must be free from 
dust, corrosion and damage.

Push the caliper three 
times in axial directions.

Move freely Move not freely

Test passed Test failed

Push the caliper completely in  
both axial direction, along the  
whole length of the guide pin  
arrangement.

No rust / dirt inside Lever / housing are rusty

Caliper slides freely Caliper does not  
slide freely

Check the inner boots. Boots are free of any 
signs of damage

Boots are damaged
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OK Not OK / Change brake caliper

Check the guide pins for rust.

Check rubber boot(s) on the
tappets for damage.

Free of rust Rusty

Rubber shows damage  
or has cuts/tears

Rubber without damage

Check if the tappet(s) turn easily 
left and right.

Tappets turn easily  
left and right

Tappets do not 
turn slightly

Check bearing clearance in the 
area of the guide sleeve.
According to the instructions  
of the respective brake  
manufacturer.

The clearance is in line 
with the tolerance

The clearance is out of  
the tolerance

If the caliper is without failure, reinstall all parts. 
Brake carrier must also be checked and renewed if necessary.

After reassembly the brake-system, the brake must be tested on a brake test stand.

  

Check the brake chamber for 
dust, corrosion and damage.

Free from dust and corrosion  
and damaged. Seal min. 3mm  
thick

With dust / corrosion or 
damaged. Seal under 3mm 
thick

This Service Guide is intended for the exclusive use by trained persons within the commercial vehicle workshops. This inspection guideline does not purport to be 
all-inclusive and no responsibility is assumed as a result of its use. We cannot accept any liability nor offer any guarantee regarding data accuracy, completeliness. The 
information does not represent any guarantee or ensured characteristics of the Products or Systems described. No liability can be accepted based on the information, its 
use, recommendations or advice provided.
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