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Luna
Ceiling Hoist Lifting Solutions

Luna’s elegant design marks a breakthrough in Scandinavian innovation, 

making it the preferred choice for home care, aged care, hospitals, 

and other healthcare environments. This remarkable unit seamlessly 

transitions between a fixed and portable overhead lifter, providing 

unparalleled versatility.  Let us help you create the perfect setup by 

pairing the Luna with a portable gantry or ceiling track system.
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Used Worldwide
Luna is widely used in hospitals, 

nursing homes, and home care 

environments. Its unique design and 

clinical functionality make it the ideal 

choice for safely assisting elderly 

patients and those with limited mobility.

Full Room Coverage
Luna is a simple-to-install overhead 

ceiling lift that offers exceptional room 

coverage, ensuring efficient patient 

handling.

Meeting Your Needs
Luna seamlessly integrates with 

overhead tracking solutions, balancing 

functionality with aesthetics. It’s the 

perfect response to the growing 

demand for safe patient handling in 

today’s evolving healthcare landscape.

5 Year
Warranty

SAFETY & TRUST

Luna is renowned for its reliable 
performance and proven 
track record, supported by an 
exceptional 5-year warranty 
that reflects the lifter’s quality 
and durability.

Luna Ceiling Lift &
Tracking Systems
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Luna Models
Luna is a highly versatile overhead lifter designed to accommodate 
a lifting capacity of up to 200kg in portable mode and 275kg in 
fixed mode. Transitioning between fixed and portable modes is 
seamless—simply detach and reattach the unit to the track in just 
seconds.

Two Luna units can be combined to create the Luna Twin bariatric 
lifter, offering a lifting capacity of up to 400kg. This transformation 
can be accomplished in just minutes, without the need for any tools.

To optimize efficiency and reduce costs, Luna can be easily 
integrated with most existing tracking systems. For the best results, 
we highly recommend consulting with our expert engineers.

Convert Two Lunas into a Twin!
Here is how to go from 275kg to 400kg in 5 minutes without tools!

• Attach the distance rod between 
   the units.
• Mount the Luna units on the track 
   and ensure that both straps 
   are equal in length.
• Connect the twin cable to the units.

1

• Attach the distance bar on 
   the straps.
• If needed, adjust the strap 
   height with the hand control by 
   pressing right or left.

2

• Attach the spreader bar with 
   the quick lock system.
• Now you have a bariatric 
   solution - quick and easy!

3

Feature	 Luna	 Luna Twin
Configuration	 Single unit	 Two 275kg units convertible to one 400kg lifter

Flexibility	 Fixed or portable options in one unit	 Convertible between two lifters and single bariatric lift

Lifting Capacity	 200kg in portable mode / 275kg in fixed mode	 Up to 400kg

Unit Weight	 6.7kg (without spreader bar)	 13.4kg (without distance and spreader bar)

Length/Height	 320 x 130mm	 720 x 130mm

Strap Length	                                                                               2200mm	

Batteries	                                                                         36 V, lead/acid

Charging	                                                          Via hand control 100-240 V, 0.5 A

Water Resistance	                                                  Luna units and hand control IPx4 classified

Emergency Lowering	                                              Powered (on hand control) and manual (on unit)

Safety	                                                           Safety locking system with alarm

Chassis	                                                                High impact, moulded ABS

Noise (LWA)	                                                 During lifting/lowering without load: 48dB(A)

Noise (LWA) max load	                                                            During lifting/lowering: 52dB(A)

Full charging time	                                                                              4.5 hours

Lifts per Charge	                                                                  Appr. 80 lifts with 100kg

Lifting speed	                                                              39mm/sec. with 90kg weight

Operation	                                                                Soft start-and stop-function

Conversion Time	 Seconds (fixed to portable)	 Few minutes (2 units to bariatric)

Tools Required for Conversion	                                                                                None

Luna Key Features
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Luna Hand Control & Charger
Key Features

1.	Secure Connection: IPx4 screw lock connector 
	 ensures a reliable link between the hand 
	 control and Luna lift. Also available in IPx7.

2. Durable Design: Hand control features robust 
	 push buttons (not membrane) and an elastic 
	 hanger for added convenience.

Key Benefits

• Ergonomic Design: Luna hand control offers superior 
usability and functionality.

• Versatile Mounting: Luna charger can be securely 
mounted on any wall for a stable charging station.

• Multi-Product Compatibility: Luna charger can be 
attached to Luna Trolley and Mobile gantry systems.

• Convenient Charging: Hand control features a built-in 
charging indicator for easy monitoring.

• Comprehensive Control: All functions, including 
emergency stop, are accessible via the hand control.

Luna Trolley
Portable Trolley System

The Luna Trolley is a portable trolley system designed 
for the Luna ceiling hoist, enhancing flexibility in 
patient transfers within nursing homes and home 
care settings. 

This efficient trolley eliminates the need for 
caregivers to manually carry the hoist between 
rooms, thanks to its smooth-rolling design. 

It features a secure cradle for the hoist, an onboard 
charger, a pouch for straps and hooks, and 
additional storage for slings or documents, making 
it a comprehensive solution for seamless patient 
mobility.
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Tracking
Discover Luna’s overhead track systems—

flexible, robust, and easy to install. Designed to 

meet the unique challenges of today’s healthcare 

sector, these tracks are made from durable, 

powder-coated aluminum for long-lasting use.

E-Track 
E-track offers a discreet 25mm flat wall-
mounted solution, eliminating bulky brackets. 
Its flat profile blends seamlessly with any 
décor and fits all wall types. Quick to install 
and cost-effective, E-track is ideal for homes 
and healthcare environments. Its flexibility 
allows easy transfer of traverse systems 
between rooms, making it a professional 
favorite for adaptable care environments.

Low Profile 75mm Track

The low profile 75mm track 

combines strength and a low 

height for optimal span distances 

and easy installation.

Light Weight 135mm Track

Despite its light weight, the 

135mm track offers exceptional 

strength and the longest span of 

all Luna tracks. It can be used as 

a traverse track together with a 

unique door connection system. 

Smooth surface and edges make 

cleaning simple and easy.

The Luna ceiling lifter features a unique detachable design that allows for easy removal 

with a simple anticlockwise twist, just like changing a light bulb. This innovative mechanism 

enables single-person operation, saving time and greatly simplifying maintenance and 

repairs compared to traditional hoist tracking systems.

Embedded Track
The most popular track option, the embedded 
track, is seamlessly mounted into the ceiling 
for a sleek, flush finish. Its elegant profile 
makes it a favorite among architects for both 
single and H track systems.

E-Track

75mm Track

135mm Track

Embedded Track
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Examples of 
Wall & Ceiling 
Mount Systems
A wide range of ceiling track 

systems, straight and curved tracks, 

turntables and track changers, can 

be easily installed in a variety of 

configurations.
Unique Wall Tracks
The unique wall-mounted E-track seamlessly 
integrates into care environments, revolutionizing 
overhead tracking. It offers an elegant alternative 
to bulky conventional wall and ceiling brackets, 
enhancing both aesthetics and functionality.

Wall Mount System Ceiling Mount System
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Door Connectors
A door connector simplifies transfers 

between rooms, like from bedroom to 

bathroom, reducing the number of lifts 

required. This enhances caregiver efficiency 

and ensures safer patient transfers.

Mobile Flex: Instant Lifting Solution
Mobile Flex is perfect for those needing an immediate and flexible lifting solution. 

Its easy installation and removal make it a hassle-free choice for immediate 

support when you need it most.

Luna’s wall-mounted door connector is favored 
by architects and contractors for its elegant, 
compact design. Suitable for most walls, it 
maximizes room space by sitting close to the 
wall. It is short and manually operated, requiring 
no costly electrical modifications. Simply pull 
the cord to lock or unlock it, allowing seamless 
room-to-room transfers.

Mobile Flex offers quick, tool-free assembly and 
adjustment. Its gas spring height adjustment and 
telescopic tracks provide immediate, adaptable 
solutions for most rooms and transfer situations. 
Paired with the Luna ceiling lift, it’s ideal for both 
home and institutional care, supporting up to 275kg.

Customizable Solution

Whether you need a 2-post system for a bed or 
full room coverage with a 4-post setup, Mobile 
Flex’s modular design adapts to your specific 
requirements.

2-Post System
Height & width adjustable

Only takes 30 mins to assemble

4-Post System
Full adjustable, room covering and free-standing

Only takes 1 hour to assemble
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Luna Mover - 
Motorised Ceiling Cassette

The Luna Mover enables caregivers to 

effortlessly guide the Luna ceiling lift 

along the track, regardless of patient 

weight or caregiver size. It offers 

precise positioning and enhances 

independence for home care users 

capable of self-transfer.

Key Features:

• Powered by Luna ceiling lift 
   - no extra charging

• Patent-pending safety system with 
   manual override

• Matches Luna IPx4’s high standards

• Unique 5-year warranty

This innovative device simplifies 

transfers, promoting safety and 

independence in various care settings.

The familiar hand control with arrows 
indicating transfer direction

The patented integrated safety release handle
allows manual transfer if needed

Easy mounting of the Luna ceiling lift onto the
Luna Mover mounted on the track

5 Year
Warranty
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Two-Point 

•	 Ideal for standard transfers
•	 Available in 3 widths

Three-Point

•	 V shaped design increases distance 
    between shoulder and leg straps
•	 Provides a more comfortable lift

Four-Point

•	 H-Solution design for optimal weight 
    distribution
•	 Provides an open and flexible transfer

Spreader Bars
Explore a complete selection of spreader bars, available in various sizes and 

models to meet all care needs and transfer situations. Each spreader bar 

features our patented sling hook system for enhanced safety and ease of use.
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The electrical spreader bar offers 

exceptional flexibility in transfers, 

allowing movement from near-lying 

to sitting positions without changing 

equipment. It facilitates:

• Precise client positioning in chairs

• Smooth bed-to-chair transfers

• Optimal angle adjustment throughout 
   transfer

• Improved caregiver-client eye contact

• Open and flexible transfer

Note: Requires use with a special clip-
equipped sling.

Electrical 
Spreader Bar
The electrical spreader bar 

rotates 360 degrees without 

twisting or tangling the straps 

and wires, ensuring smooth 

and hassle-free operation.

Weight Capacity:

275kg

The new, one-of-a-kind,
patented electrical spreader 
bar for ceiling hoists.

The electrical spreader bar can 
turn 360o without twisting or 
tangling the straps and wires.
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Weighing Scales
Luna weigh scales offer high-capacity weighing with exceptional accuracy:

The double spreader bar offers a highly flexible and portable solution.

Key features include:

• Easy-to-use, adjustable mounting strap and bracket for various spreader bar sizes

• Locking hooks on each end to secure sling loops, ensuring safety when hoisting 

   active individuals

This design enhances versatility and reliability in lifting operations.

• Capacity: Up to 300kg (compatible with 200kg and 275kg Luna ceiling lifts)

• Accuracy: 0.1kg

• Large, easy-to-read display

• Key functions: On/Off/Zero, Hold, and Tare

• Hold function allows sampling of 5-10 readings for 

   discrepancy analysis

• Tare function subtracts additional weight (e.g., clothing)

• 400kg option available for Luna Twin solution

These scales combine precision, functionality, and 

adaptability for various weighing needs

Weighing scale for Luna ceiling hoist

Weighing scale with double spreader bar

The weight capacity 
is up to 

300kg

Weighing 
Scale with 
Double 
Spreader 
Bar

22 23


