
4000 series

Specifications (all measurements are in mm)

Depth Overall - Dependant on Wheel Position

B

CD

E

A

Removable backrest

22-inch self-propel wheels

Axle bracket with 
  4 wheel position optionsSwing away and length 

adjustable legrests

4 height options 
(only available in 410mm, 

460mm and 510mm)

Height adjustable & swing away arms

Angle adjustable safety arms

Position 1 Position 2 (Standard) Position 3 Position 4

Seat width 

Seat depth

Height from floor to  
top of seat frame

Width overall E

Width overall (without push rims)

Height overall

Depth overall 
   Dependant on wheel 
   position – see below

Under bowl clearance

 	

450

    Anterior:   450 – 540                    Anterior:   540
    Posterior: 430 – 520                    Posterior: 520

1020 (max.)

Position 1:  970 (without anti-tip wheels)
Position 2: 1020 (standard)
Position 3: 1100
Position 4: 1130

410mm commodes:
A  = 305, B  = 360, C  = 370-460, D  = 410–500

460mm, 510mm commodes:
A  = 360, B  = 410/460, C  = 370–460, D  = 410–500

560mm, 610mm, 660mm commodes:
A  = 360, B  = 510–610, C  = 460, D  = 500

410 460 510 560 610 660

610 660 710 760 810 860

590 640 690 740 790 840

4 Height Options Non-Height Adjustable

Reduce depth 
by 170 without 
legrests



Call, email or visit us for a free trial

unicare.au 1800 656 654info@unicare.au

Seat Options

Selected Range of Common Accessories Other Custom Solutions

Height

Aperture size (w x d)

Opening width
(if applicable) 

Texture

Clinical Benefits

40mm

215mm x 260mm

100mm

Rigid and smooth

- Supports easy repositioning
- Achieve a low seat height for transfers

Polyurethane Seat

65mm 

190mm x 230mm

60mm

Soft and padded

- Promotes pressure redistribution 
- Highly customisable to meet individuals’ needs

Pressure Care Seat

Installation

No tool required

No tool required

Phillips 
screwdriver

No tool required

No tool required

No tool required

No tool required

No tool required

Clinical Application

-	Backrest angle can be adjusted 
	 to the individuals’ trunk alignment, 
	 accommodating limitations in 
	 hip range, body shape and weight 
	 distribution

-	Provides taller trunk support for 
	 individuals with a long torso

-	 Increases lateral clearance 
	 around the armrest to allow smooth 
	 propulsion

-	Reduces the need to retract the 
	 shoulders when using the safety 
	 arms upward for support
-	Extend the safety arms forward to 
	 accommodate increased abdominal 
	 girth, reducing skin contact

-	Helps to manage oedema and 
	 swelling 
-	Provides lower limb support to 
	 individuals with reduced knee flexion

-	Accommodates limited ankle 
	 dorsiflexion or plantarflexion

-	Provides appropriate support for 
	 residual limbs
-	Prevents compensatory postures that 
	 can occur when the residual limb is 
	 unsupported

-	Provides a more ergonomic hand 
	 position, improving grip, reducing 
	 awkward wrist angles, and enabling 
	 more controlled propulsion

Item

Angle adjustable
backrest 
(3 or 4 strap)

Backrest 
(4, 5 or 6 strap)

Offset Polyurethane armpads 
(40mm)

Safety arms 
extension

Elevating legrest

Angle adjustable 
footrest

Stump support

24-inch wheels

Legrests can be further 
shortened
-	Promotes better leg 
	 positioning and stability

Push rims can be 
removed to reduce 
overall width by 20mm
-	Allowing easier access 
	 in narrow doorways and 
	 confined spaces 

Axle bracket can be 
inverted to bring the 
wheels closer to the 
commode frame
-	Reduces overall width by 
	 approx. 15mm 

Wheels can be 
positioned differently 
to suit various applications
-	Forward position: 
	 reduces the overall 
	 depth of the commode 
	 by 20mm

-	Rearward position: 
	 increases stability for 
	 amputees or individuals 
	 who place more weight 
	 towards the back

A section of the pan 
runner can be removed 
-	 Increasing side clearance 
	 for hand access

Scan QR Code to 
other resources

Scan QR Code for 
clinical justifications


