Installation Guidelines
PVC Strip Curtains



PVC Strip Curtains Installation Guidelines

Tools & Materials

Tools | ) )
0 Tape Measure @ R - 8

0 Spirit Level
. Hacksaw ~——
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. 6mm Screws

- Pencil %% '
Materials m@

0 Hanging Rails
0 PVC Curtain Strips

. Stainless Steel Hangers
. Fixings o D m

n Door Frame/Wall
|

I Dependant on the type of installation chosen, soffit or face, the
rails will need to be mounted on the underside of the opening Fig 1
or the top external part of the opening Fig 2.

On both soffit and face fixing, establish the construction
of the opening e.g., brick / block / wood /steel, this will
determine what fixings are needed to secure the rails to
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|I- S Face Fixing the opening.
Mounted to
the wall above
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the door frame

Fig 1. Fig 2.
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Soffit Fixing
Measure the width of the opening to understand how many
hanging rails are needed.

Door/Wall Opening

Each rail measures 984 mm in length. To achieve the exact
measurement a rail may need to be cut.Rails can be cut
using a hacksaw or disc cutter.

Door Frame/Wall

| Measure from back to front on the underside of the opening. Divide
\ by 2 to calculate the centre point. Mark a centre line on the

K} underside, the full length of the opening.

(Skip to Step 7 for Face Fixing)
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Offer the rails up to the centre line. Mark the holes from the hanger
e on the line. The holes in the rails are 6mm in diameter and
LA 8 holes per rail.
\ Mark
Starting Hole
Drill holes to a diameter to suit the chosen fixings on the previously
e marked hole positions.
S
Drill 6mm
Holes
Door Frame/Wall
|
l Fix the rails one at a time working from left to right across the
underside of the opening.
----- Mount left
to right
Hanging
Rail
Door Frame/Wall Hanging Rail

Once all the rails are secured, hang the curtain strips from left to
right, stepped over and under one at a time to the chosen overlap,
Min/ Med/Max. as shown on Step 10.
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Spirit Level

Face Fixing

Face fixing curtains should be fitted slightly wider than the
door frame, to ensure sufficient insulation. (80mm either
side for 200mm wide strips, 90mm for 300mm, 100mm for
400mm.)

Mark the starting hole position on the left-hand side of the opening.
Using a spirit level draw a line across the width of the opening.

Each rail measures 984 mm in length. To achieve the exact
measurement a rail may need to be cut.Rails can be cut
using a hacksaw or disc cutter.




n ) Offer the rails up to the centre line. Mark on the line the holes from
Rail the hanger. The holes in the rails are 6mm in diameter x 8
J \ t holes per rail
Drill holes to a diameter to suit the chosen fixings on the previously
S G S R S R S S S NS SR R B R SR SRR B Y marked hole positions.
J t We add 30mm to the frame height to ensure installation
above the door frame.
Drill 6mm
Holes
n Door Frame/Wall Door F‘rame/WaII Hanging Rail
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Mount left Mount left
to right to right
Hanging
Rail PVC Curtain

Fix the rails one at a time working from left to right across
the face of the opening.

Once all the rails are secured, hang the curtain strips from left
to right, stepped over and under one at a time to the chosen
overlap, Min/ Med/Max. as shown below.
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Strip Curtain Strip Curtain
Overlap Overlap

Overlap Overlap

1 hook overlap of first and second layer
of strips

of strips

Hook
Overlap

>3A3<

1 hook overlap of first and second layer

Medium Hook

Overlap

Maximum

Overlap  Overlap
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Strip Curtain
Overlap

Overlap

1 hook overlap of first and second layer
of strips

3 hook space in between each strip

of strips

5 hook space in between each strip

3 hook overlap of first and second layer

7 hook spaces in between each strip

4 hook overlap of first and second layer

MAX of strips

1 hook space in between each strip

1 hook space in between each strip ‘
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PVC Curtain

Red Marker

PVC Strip Curtain Floor Clearance

If using Red Marker strips, hang these at either end.
If required, trim the bottom of the PVC Strips to produce 20mm clearance from the floor.
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